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OFF-SITECASINOPLAY 



FIELD OF USE 

The gaming system of the present invention involves resort and hotel casinos as well as 
stand-aione casinos and automated play of convendonal gaming activities, such as 
roulette, craps, KENO, blackiack, and poker. More particularly, the gaming system 
involves the use of sensors, a credit medium with a card reader, and a keypad which 
enable chlpless gambling and Improved play and enable a player to wager on the 
outcome of a live game from a remote locadon. 

BACKGROUND OF THE INVENTION 

Casinos monitor the play of table gaming activities with mirrors and cameras recording 
twenty-four hours each day looking for dealer errors, player cheating, player use of 
systems, or any other irregularities. Also, pit crews constantly monitor play. In 
addition, generally four shite of dealers are needed for staffing gaming acdvmes. 

While casinos have means to enable players to wager on horse races in various 
racetracks around the country and the world In real time, and to wager on KENO .n a 
live mode within rite complex at various preselect sites located therein, such a system 
Is not available for other live play In the casino. 

U.S. Patent 5,326,104 (Pease et al.) and U.S. Patent No. 5,340,1 19 (Goldfarb) each 
disclose an automated system for casino gambling where an off-site player is able to play 
KENO from a remote location. U.S. Patent discloses another method playing KENO 
from a remote location. U.S. Patent 5,566,327 (Sehr) discloses an information 
management system for use In a theme park using smart cards and biometnc 
Identification. PCT Application 97/05736 (Black and Dykman) discloses a system 
whereby the casino is able to acquire all information relative to live games in the cas.no 
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(such as blackjack, roulette, and craps) by use of scanners, house cards, and interactive 
monitors. The casino is able to ascertain the identity of each player, how much each 
player is wagering, each player's gaming decisions, and the value of the gaming 
materials. The complet, specifications and drawings of U.S. Patent 5,326,104; U.S. 
Patent 5,340,1 19; U.S. Patent 5,566,327 (Sehr); and PCT Application 97/05736 
(Black and Dykman) are hereby incorporated by reference into this Patent Application 

However, many people are uncomfortable in a crowded gaming casino, particularly, 
alone during late hours. 

What is needed is a gaming system that will enable a casino to increase the gaming 
activity throughout the casino without adding additional floor personnel (dealers, 
security guards, pit crew, etc.). 

What is needed is a gaming system that enables fully automated play of all gambling 
activities within a casino in a live mode, from anywhere within the complex, including 
but not limited to restaurants and lounges, luxury suites, and guest rooms. 

What is needed is a casino gaming system that will enable players to have the option of 
quality off-site play. 

What is needed is a casino gaming system that will enable the off-site player to bet 
indirectly by selecting an active player and piggyback onto the player's play of the 
gaming unit. 

What is needed is a casino gaming system that will enable the off-site player to wager 
directly on live play in real time in games such as craps and roulette within the casino. 
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What is needed is a gaming system that will enable an off-site player that is remote from 
the casino and off-site from the complex to bet on live action within the casino from an 
Internet terminal. 

What is needed is an off-site gaming system that is compatible with blackjack, baccarat, 
craps, KENO, roulette, and slot machines. 

SUMMARY OF THE INVENTION 
The system of the present invention enables any off-site player having a key-card or 
other credit medium to enjoy quality play and to play any game within the casino 
complex, at any time, and from any remote location. 

The system of the present invention enables the off-site player to select any player in 
the casino and wager on the outcome of the on-site player play from a remote location. 
The player has the additional option in games such as craps and roulette to place a 
direct wager on the outcome of the next gaming unit. 

The system of the present invention includes a live gaming site, a comprehensive 
computer system including a gaming processor, an off-site terminal, and a credit 
medium for use at the off-site terminal. 

The gaming site includes a plurality of playing tables disposed within the casino. A 
blackjack game comprises a dealer and a plurality of players. For craps, each table 
includes a plurality of playing positions about the craps table, a casino game manager, 
and a player designated as the roller. 

The gaming processor has direct access to information from the gaming site relative to 
the specific values of gaming materials (cards, dice, roulette ball and wheel, etc.) 
relative to a pming unit and historical information relative to the outcome and values 
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of the gaming materials per each gaming unit; 

A unique credit medium uses a biometric identifier, such as a fingerprint, which insures 
that the player making the wager is the player to whom the card is issued. The 
biometric identifier prevents any unauthorized use and enables the card holder to use 
the card anywhere within the complex. Hence, the credit medium is of no value to 
third parties and is completely secure from theft or being lost. The credit medium is 
assigned to each individual for use inside the resort, hotel, or casino complex. The 
playing value saved within the computer system is made available to the player once 
identification has been confirmed. 

The player terminal is remote from the gaming site. The terminal has access to 
information in the gaming processor relative to historical and statistical information 
regarding previous gaming units. The remote playing terminal includes a card reader 
whereby playing value can be accessed relative to the credit medium. The playing 
terminal enables additional wagers to be placed from an off-site location, piggybacking 
onto the play at individual playing positions at the on-site game (indirect play). The 
terminal keypad resembles an actual on-site player station for games such as craps or 
roulette, enabling wagering and direct play on the values of the gaming materials relative 
to live play. 

The system of the present invention can be used anywhere from within the complex, 
including a restaurant, a lounge, a suite or hotel room, the swimming pool, or even 
from a remote location outside of the complex. 

The quality of play for the off-site playing option is at least comparable to the quality of 
on-site play, and for some players is actually preferable over on-site play. In on-site 
play, a player will often be in a losing streak at a table and rather than leaving the table, 
fighting the crowds in an environment filled with people smoking and drinking, and 
finding a position at another table, will decide to ride out the streak at the current table. 
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The off-site player is able to move from player position to player position, from table 
to table, and from game to game without leaving the off-site player station. Also, for 
the player who is playing systems or is computer nimble, historical and statistical 
information is available on demand as deemed appropriate by the management of the 



casino. 



A prerequisite for quality off-site play is a system that enables the casino to collect and 
access all information relative to the casino games. Such information includes the value 
of the gaming materials in each gaming unit, a history of winners and losers at the player 
positions at the tables, and in blackiack all information relative to the dealer's card 
values. 

PCT Application 97/05736 (Black and Dykman) discloses such a system whereby in 
blackjack play, for example, the casino uses an optical scanner positioned within each 
card tray to read the value of the gaming materials, the cards that are dealt in the 
gaming unit. The players use key-cards rather than cash or chips, and the players use an 
interactive monitor to enter gaming decisions. This system serves as a platform for the 
system of the present invention to provide quality off-site play. 

A combination of sensors mounted on or in the table in combination with the cameras 
.ocated above the playing tables enable such information to be collected. The sensors 
include various combinations of optical scanners located at the card racks which read 
playing cards, optical scanners located at each player station and dealer station to read 
cards retained by each player and the dealer, player and dealer keypads mounted withm 
the tables, card readers mounted adjacent to each keypad for reading the key-cards, 
microphones located adjacent to each keypad or mounted onto each player or mounted 
onto the dealer. 
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The use of a speaker-microphone mounted on the blouse or shirt of the dealer, enables 
the dealer to narrate the play of the gaming unit, which narration is used by speech 
recognition to enable the computer to collect gaming information. For example: 
Player 1 is holding 1 2 and draws one card; 

• Player 2 is holding 20 and sticks; 

• Player 3 has a blackjack; 

The dealer is holding 1 6, draws a 7 and busts. 
Player 1 wins, player 2 wins and player 3 wins and is paid 1 .5 times the bet. 

Also, a narrating dealer can be used instead of the interactive monitor keypad. 
Preferably, the narrating dealer is used in combination with the keypad, whereas the 
keypad is greatly simplified to include the card reader, a card exit button, an up and 
down button enabling the player to increase and decrease his bet, and a display of the 
player's current wager and the available credit balance. 

While the principles of the present invention are applicable to all games played within a 
casino (such as roulette, craps, KENO, poker), reference is made to blackjack for 
purposes of illustration only. For blackjack play, each player uses a credit medium with 
which play is added to the card by the player at a remote location. The credit med.um 
may be a debit card, an ATM card, a key-card, or a smart card. The player inputs 
relevant information (wager amount and gaming decisions) into the computer through a 
keypad disposed relative to the playing table. At the beginning of each hand, the player 
digitally selects the wager amount by use of the keypad. Once play begins, the dealer 
freezes all wagers by use of the dealer's keypad. At the end of each hand the player is 
credited or debited according to the results of the game and the amount of the wager. 

The credit medium preferably is a key-card and includes the hotel room key for the 
player, who is also a guest of the hotel associated with the casino. The initial credit 
balance can be selected by the guest when he registers at the hotel, and paid for at the 
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time of registration by check, credit card, debit card, or cash. In addition to using the 
key-card at the tabie games within the casino, the key-card is also compatible with slot 
machines placed throughout the hotel, as weii as restaurants, newsstands, gift shops, 
boutiques, and the like associated with the hotei. 

All casino games and slots are interfaced through a central computer system. The key- 
card is issued by the casino, the hotel, or an off-site third party. The key-card includes 
an initial value selected and paid for by the player, and a player identifier, such as a PIN 
or a biometric identifier, for security purposes. The player can add value to his account 
at terminals throughout the casino. In instances where a thumb print is used as the 
player identifier, the thumb print can be used in lieu of the key-card to gain admittance 
into the game and to gain entry into a hotel room. 

For a casino that is part of a hotel complex, the credit medium is part of the guest's 
hotel room-key. The initial card value is selected and paid for by the guest upon hotel 
registration. The key-card combination enables the hotel to program an initial cash 
value into the key-card upon registration to encourage initial acceptance of the cred.t 
medium. 

For a *and-alone casino or for players who are not reared into the hotel, the key 
pordon of the key-card enables entry into the casino after the player has registered. 
Pre-registration can occur either off-site with pre-authorized third parties or with the 
casino. The casino issues the credit medium to a player with a credit card and p,cture 
ID, such as a driver's license. Credit Is withdrawn from the player's credit card and 
programmed into the credit medium. 

Each player stadon at the gaming table includes a keypad or an interactive monitor 
which includes a credit medium reader. The keypad enables the player to communicate 
with the gaming processor. 
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To enter a game the player inserts his credit medium into a card reader at a player 
station. To make the system even more secure in the event the card is lost or stolen, 
the player identifier enables player identification prior to use of the credit medium. At 
the beginning of each hand, the player enters a bet. The amount of the bet is approved 
prior to the play of each game, so that it cannot exceed the available credit balance. 
After all bets have been made, the bets are frozen, and the playing cards are dealt. 

The system includes a sensing unit, preferably an optical scanner, disposed in the 
dealer's card rack and each playing card is scanned as it is dealt. The computer 
determines winners and losers for each active player position. Each player's available 
credit balance is adjusted after each hand according to the amount of the bet and the 
game outcome. 

For a more complete understanding of the advanced gaming system and method of the 
present invention, reference is made to the following detailed description and 
accompanying drawings in which the presently preferred embodiments of the invenuon 
are shown by way of example. As the invention may be embodied in many forms 
without departing from spirit of essential characteristics thereof, it is expressly 
understood that the drawings are for purposes of illustration and description only, and 
are not intended as a definition of the limits of the invention. Throughout the 
description, like reference numbers refer to the same component throughout the several 
views. 

Brief Description of the Drawings 

FIGURE I A is a functional block diagram disclosing an embodiment of the gaming 
system for a hotel/casino involving off-site reservations, on-site registration, guest room 
access, guest account activity on-site, and guest check-out; 
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FIGURE 1 B is a functional block diagram disclosing another embodiment of the gaming 
system for a stand-alone casino involving off-site registration through third parties, on- 
site registration, entry for pre-registered players, departure, and remote card usage; 

FIGURE 2A is a schematic view showing a blackjack table with six player stations each 
having a keypad, and the card rack relative to the table; 

FIGURE 2B is an exploded side elevational view of the optical scanner relative to the 
card rack of FIGURE 2 A; 

FIGURE 2C is an overhead elevational view of optical scanners disposed at each of the 
six player stations, and another optical scanner in the dealer station; 

FIGURE 3 is a schematic representation of the system of FIGURE 1 A, showing general 
interconnections between the hotel/resort computer, the casino computer, and 
individual computers for each separate casino function; 

FIGURE 4 is a discloses a key-card, having an electronic room key disposed on along 
one edge, and a credit medium disposed along the opposing edge; 

FIGURE 5 discloses a simplified block diagram of the gaming system and the 
cooperative engagement between the credit medium and the player station through the 
casino computer; 

FIGURE 6A through 6G are seven pages of a flowchart showing an logic sequence for a 
blackjack game that is applicable to the off-site gaming system of the present invention; 
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FIGURE 7 A through 7D shows a simplified logic diagram for playing a roulette game 
that is applicable to the off-site gaming system of the present invention; 

FIGURE 8A is an exploded detail view of a first preferred embodiment of an interactive 
monitor and credit medium reader in the player station for playing blackjack; 

FIGURE 8B is an exploded detail view of a second preferred embodiment of a 
simplified interactive monitor and credit medium reader in the player station for playing 
blackjack; 

FIGURE 9A is an exploded detail view of an interactive monitor and credit medium 
reader in the player station for playing roulette; 

FIGURE 9B is an exploded detail view of an interactive monitor and credit medium 
reader in the player station for playing craps; 

FIGURE 10 is a preferred embodiment shown in FIGURES 4 and 5 disclosing the 
functional block diagram and interrelationship of the various elements of the gaming 
system; 

FIGURE 1 1 is a preferred embodiment of a schematic flowchart disclosing the program 
logic for enabling the guest to use the security apparatus as a guest room key to gain 
access to his room; 

FIGURE 12 is a preferred embodiment of a functional block diagram of a guest room 
key security system for use with the security apparatus of FIGURE 4; 

FIGURE 1 3 is a preferred embodiment of a logic diagram for on-site play of craps in a 
gambling casino relating to the present invention; 
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FIGURE 1 4 is a preferred embodiment of a logic diagram for an off-site player playing 
craps, the off-site player selecting an on-site player and wagering on the outcome of the 



on 



-site player in the gaming unit (indirect play); 



FIGURE 15 is a preferred embodiment of a logic diagram for an off-site player playing 
blackjack and wagering on the outcome of an on-site player in the gaming unit (indirect 
play); 

FIGURE 16 is a depiction of an off-site terminal and player station for the casino 
gambling system of the present invention; 

FIGURE 1 7A is a block diagram of the casino gambling system of the present invention; 

FIGURE 1 7B is a hardware schematic of the main facility network including the off-site 
casino gambling system of FIGURE 1 7A; 

FIGURE 17C is a hardware schematic of a typical gaming system for the play of 
blackjack for the casino gambling system of FIGURE 1 7B; 

FIGURE 1 7D is a hardware schematic of a local off-site play network for the casino 
gambling system of FIGURE 1 7B; 

FIGURE 1 7E is a block diagram of remote off-site play network accessed through leased 
lines or satellite communications for the casino gambling system of FIGURE 1 7B;; 

FIGURE 1 8 shows the first screen of an off-site play system of the present invention for 
blackjack play with data streams of information for the past four hands; and 
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FIGURE 19 shows the second screen of an off-site play system of FIGURE 18, as an exploded 
view of the selected table with data streams of player information for the past five hands; and 

FIGURE 20 is a preferred embodiment of a logic diagram for an off-site player playing 
roulette, the off-site player selecting an on-site player and wagering on the outcome of the on- 
site player in the gaming unit (indirect play). 



Detailed Description of the Invention of the Preferred Embodiments 

FIGURE 1 A discloses a hotel central computer system and a casino computer system for use 
with a plurality of blackjack tables, roulette tables, and slot machines. The system is for use in 
resort hotels and in casinos for on-site play, local off-site play, and remote off-site play. The 
system can be useful in all amenities associated with large resort hotels, including casino 
gambling (machines and tables), sports betting, room service, all hotel telephones, restaurants, 
lounges, entertainment and shows, arcade games, hotel shops, tour packages, and the like. 

FIGURE 1B discloses a similar system for use in a casino that is not associated with a hotel or 
resort (a stand-alone casino). A functional block diagram is shown, including off-site registration 
by third parties, on-site registration, entry for pre-registered players, departure, and remote 
card usage. In a stand-alone casino, players are encouraged to register off-site in cooperation 
with third parties, such as travel agents, airlines, car rentals, hotel chains, and the like. The 
third party confirms player identification and issues the player a credit medium 20 off-site. The 
credit medium 20 enables the player to enter the casino. Entry into the casino is denied if 
there is any question concerning the validity of the credit medium 20. AH persons without a 
credit medium 20 and all persons with invalid off-site registration must complete registration 
on-site. The registration for a player in a hotel or resort casino that is not staying on-site is 
similar to registration for a stand-alone casino registration. The player can either register off- 
site through a pre-authorized third party or on-site. 
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FIGURE 3 discloses a preferred embodiment of the overall system, which includes a 
hotel/resort mainframe computer of any suitable type, such as an IBM 360 or similar 
computer as required for the operation of the facility and related networks (200). A similar 
computer and data storage system monitors the casino gaming operations (201). An SNA 
Gateway or similar servers interconnects the mainframe computer to the facility Intranet 
system; and separate servers as IBM AS400 or other units of sufficient capacity such as 
current 300 MHZ or better IBM compatible Pentium HJ type servers as required for the 
operation of the respective Internet, Intranet, facility operations and security, financial, and 
gaming functions (see also FIGURE 17). 

The hotel mainframe, through a SNA Gateway or similar server within which all data for 
the operation of the facility, guest registration and credit information is stored is 
interconnected to the Intranet. The hotel operations Local Area Network which controls 
facility operations, security and registration services is interconnected to the Intranet. The 
registration server is interconnected to a current 300 MHZ or better IBM compatible 
Pentium HJ or similar Internet gateway server through which guest or player reservations 
are received from remote locations and all guest or player credit information is confirmed. 
The financial server is interconnected directly to the Intranet and monitors guest and player 
purchases, gaming wins, losses, and payouts and enables the purchase of additional credit 
value to a player's account to the approved limited as requested by the player. 

Typically, one gaming bank server 62 is assigned to each type of activity (blackjack, 
slots, arcade games, etc.). There may be any number of servers, but preferably there 
is one server for each casino game (blackjack, craps, KENO, roulette, slots, etc.). Also, 
interactively engaged with the hotel/resort mainframe computer may be a guest 
purchases interface 150, and guest room key/security interface 110, as herein 
described. 
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While the system is applicable to essentially any game of chance (KENO, craps, 
roulette, poker, solitaire, bridge, hearts, and the like), the game of blackjack will be 
used for purposes of illustration only. FIGURES 6A, 6B, 6C, 6D, 6E, 6F, 6G, 6H, 
and 6] in combination disclose a logic flowchart of a preferred embodiment of the 
system using a credit medium and the optical scanner 30 positioned relative to the 
card rack 28, but also includes a credit medium reader 50 for use with a credit medium 
52 for each individual player for playing blackjack. As used herein, blackjack is 
considered a game of chance and skill, since the decisions that the player must make 
during hand require a knowledge of probability. In contrast, roulette is considered a 
game of pure chance, since no special knowledge is needed to play. There is nothing 
unique about these logic flowcharts, as one skilled in the art can design alternative logic 
paths. 

FIGURES 6A and 6B generally disclose the clearance procedure for enabling players to 
enter the game by inserting their credit medium 52 and place wagers; FIGURES 6C and 
6D generally disclose the logic surrounding buying insurance, and determining whether 
or not the dealer and the individual players have a blackjack; FIGURES 6E, 6F, and 6G 
generally disclose the logic involving player decisions (hitting, staying, doubling down, 
and splitting pairs) when neither the player nor the dealer have a blackjack; and 
FIGURES 6H and 6) generally being the logic involving completing the dealer's hand (if 
necessary), and determining winners and losers for all players not having blackjack, and 
adjusting the player's running balance accordingly. 

Prior to play, each player inserts his personal credit medium 52 into the credit medium 
reader 50 associated with the player station 24. The credit medium has an initial credit 
balance. Each player station 24 preferably includes interactive selecting means to 
enable the player to enter a wager on the game outcome. After each player has 
selected his wager, the playing cards 26 are dealt. The computer tabulates each 
players' credit balance as associated with that player station 24 and that credit medium 
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52. During play of the game, the computer is able to track which player is active by 
monitoring the engagement by each player of his or her "stick- button, since each time 
a stick button is engaged, the next hand moves into the active position until the last 
hand is played, at which time, the dealer becomes the active hand, and draws if the 
holding is less than seventeen. 

Each player in blackjack uses a credit medium 20 with which he acquires upon hotel 
registration, off-site registration through third parties, or on-site registration within the 
casino. He has access to a playing station 24 (data processing terminal) during the play 
at the blackjack table via the credit medium 20 and a card reader 12 disposed at the 
player station 24. At the beginning of each game, each player digitally selects the 
amount of his wager by use of an interactive keyboard on an interactive monitor. Once 
play begins, the credit medium 20 is locked in. At the end of each game the player is 
credited or debited with the amount of the wager. 

FIGURES 2A and 2C disclose the advanced gaming system for use at a blackjack table 
22. The blackjack table 22 preferably includes six player stations 24, as is conventional 
for blackjack play, but as herein described can be readily expanded to include seven, 
eight or nine stations. Each station is associated with an individual player. 

The playing cards 26 are randomly distributed relative to each other either by the 
dealer or in an automatic shuffling machine (not shown). When the cards are shuffled 
manually, usually four to six decks are used, and the cards are shuffled and positioned 
within a card rack 28, and individually dealt in sequence by the dealer. When an 
automatic shuffling machine is used, the playing cards 26 are gathered at the end of 
each hand and placed in one end of the machine, and playing cards 26 are withdrawn 
from the other end of the machine and distributed to the individual players and the 
dealer in sequence. 
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The sensor 30 reads the specific values of the playing cards 26 as they are dealt to the 
individual players and the dealer, as shown in FIGURE 2B. Preferably, the sensor 30 is 
a high speed optical scanner that is positioned in the card rack, and is an Agfa 
SelectScan Plus CCD Color Scanner. Alternatively, a sensor 30' may be positioned in 
the blackjack table 22 relative to each player station 24 and the dealer station 25, and 
the playing cards 26 are dealt face down, and read by each sensor 30'. 

The specific values of the playing cards 26 as read by the optical scanner 30 and 
processed by a computer processor 1 1 for processing information relative to the 
specific values of the playing cards 26 read by the scanner 30. The rules of play for 
blackjack have already been programmed into the computer processor 1 1, along with 
the house rules. The computer 1 1 determines which of the individual players has won, 
lost, or tied, once play of the game has been completed. 

Each player station 24 includes means for enabling each player to enter a wager amount 
relative to the blackjack game. The wager amount is confirmed prior to the play of the 
game, not being greater than the available credit balance. The computer processor 1 1 
tabulates the resulting credit balance after the game has been completed. For example, 
if the player has a current running balance of $120, and wagers $20 and wins, the 
computer 1 1 adds the wager to the running credit balance at the end of the hand. 
Each player station 24 may also include means for entering decisions, a keypad 45, 
made by the player relative to the play of the game. 

The computer 1 1 determines the game outcome based upon the information relative to 
the specific values of the gaming materials pertaining to the information as applicable to 
the definitive rules for play. When the gaming materials are playing cards, and the 
game is blackjack, there is no play of the playing cards 26, but rather the game 
outcome is simply determined by comparing each hand held by each individual player 
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as against the cards dealt to the dealer. If the player splits pairs, there may be more 
than one hand for a player on any particular deal. Similarly, for poker there is no play 
of the cards, but rather the play involves wagering and determining when to stay and 
when to fold, so that the winner can be determined by comparing the playing cards 26 
held by the individual player. When wild cards are used, the computer must be advised 
of which cards are wild prior to each hand. For craps, the winners and losers are 
determined simply by a roll of the dice, so that the dice comprise the gaming materials, 
and the value of the dice rolled is determined by using a sensing device, such as an 
optical scanner to read the bottom surface of each die to determine the specific value of 
the top surface, since the bottom and top surface will always add to seven (1-6, 2-5, 3- 

The length of time that a credit medium 52 is engaged at each blackjack game can be 
readily determined. The time counter begins when the credit medium 52 is inserted, 
and the time counter stops when the credit medium 52 is withdrawn from play, when 
the individual player does not make a wager. 

At the beginning of each hand, dealer ID Is checked and a current running balance is 
entered into the computer if there is a change of dealers. Winnings and losses for 
individual players are also added to the dealer's running balance each hand, so that the 
casino can monitor how each dealer is doing, as a means of further checking for any 
irregularities during the play of the game. 

To tabulate the net gain and losses of each player at each sitting, again refer to 
FIGURES 6A through 6], where the player enters the game with an initial credit 
balance, either purchased from a credit charge station, or applied to the credit medium 
when the player registers at the hotel casino. At the end of each hand each player's 
running balance is adjusted according to the results of each game. When the player 
withdraws the credit medium, the initial credit balance is replaced by the current 
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running balance. 

Player usage of promotional advances may be accurately monitored by comparing the 
amount of the promotional advance as against the individual player's running balance 
which is updated at the beginning of each hand. 

FIGURES 6F and 6G disclose one method to determine a skill level for an individual 
player during play of the blackjack game. At the end of each hand, the computer 
determines what the percentage of winning is had the player pursued the best line of 
play. The computer checks the play history for the hand to determine whether the best 
line of play was used. If so, the running total of the player skill level is equal to the 
running total of the best line of play and the player is batting 1 .000. However, in 
those instances where the player does not use the best line of play, the probability of 
winning using the strategy that the player actually employed is compared to the 
probability of winning using the best line of play. Whether the player won or lost using 
his strategy is completely discounted. 

The best line of play logic is also the mechanism for determining any irregular player 
wagering patterns, to determine if the player is perhaps using a system or counting 
cards. Each time that a player diverts from the best line of play, the player strategy is 
saved in the player history file for later off-line analysis. 

Net winnings and loses of the player at each game within the casino are determined by 
saving in a player history file the initial balance and the closing balance at each casino 
pme. Player history files are maintained in the computer for all casino games, including 
slot machines. 

FIGURES 7A, 7B, 7C, and 7D disclose a logic flowchart for playing roulette play using 
the preferred embodiment of the system. The system employs both the credit 
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medium with reader to enable a cashless and chipless system, and sensing means, to 
determine the game outcome. The logic path shown in FIGURES 7 A and 7B is 
generally the clearance procedure for enabling players to enter the game by inserting 
their credit medium and place wagers, and FIGURE 7C and 7D contains the logic for 
spinning the roulette wheel, examining all bets to determine winners and losers, and 
adjusting all credit balances accordingly. FIGURES 7A and 7B are remarkably similar 
to FIGURES 6A and 6B, as the clearance procedure for a card game of chance and skill 
(blackjack) is essentially the same as the clearance procedure for a game not involving 
playing cards of pure chance (roulette) as hereinafter described. 

There are a number of ways to determine the outcome by sensing means in a game of 
roulette. A simple mechanical switch is used (normally open). When the roulette 
wheel stops and the ball stops and is clearly positioned relative to the winning number, 
the weight of the ball will close the switch, and the computer monitors each of the 
thirty-eight positions until the closed switch is found. 

U.S. Patent No. 5,431,309 (Kelley) discloses a card shuffling and dealing apparatus, 
the apparatus being designed for use in duplicate bridge, where numerous teams of 
players compete to achieve the highest score with identical hands of playing cards. 
Card shuffling machines have found increasing acceptance in casino blackjack play, 
where such machines minimize the amount of ''downtime" between racks of cards, 
when the dealer must thoroughly shuffle four to six decks of playing cards. While the 
machine of the '309 Patent is designed for bridge, one can readily modify this design 
for blackjack play, whereas the machine not only thoroughly shuffles, but also then after 
distributes the cards. When combined with a credit medium and sensing means, such a 
shuffling/dealing apparatus may be used whereby this system replaces a person shuffling 
cards, dealing cards, separating winners from losers, making change, collecting chips 
from losers and paying winners. 
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U.S. Patent No. 5,067,713 (Soules et al.) discloses a card shuffling apparatus using a 
special deck of coded playing cards, as for example a bar code, and included electro- 
optic reading means to identify the cards as dealt. While this device is also primarily 
designed for contract bridge play, one skilled in the art can readily redesign the shuffling 
and card reading apparatus as another alternative for shuffling and reading playing cards 
relative to the subject invention. 

The system includes a plurality of the player stations 25 disposed relative to a gaming 
table, and each player station 24 is available for play by a player. Initially, the playing 
cards are shuffled thoroughly, either by the dealer or by an automatic shuffling machine. 
Each player, preferably, has a player station 24 available for play near him secured to 
the playing table, and a personal credit medium 20 which is engageable with the player 
station 24. Each player then inserts his credit medium 20 into the player station card 
reader 12, each player station 24 being engageable with the gaming table. Each credit 
medium 20 has an available credit balance stored therewithin prior to play to use the 
credit medium 20 (see FIGURE 5). 

FIGURE 8A discloses an exploded detail view of a first preferred embodiment of an 
elaborate interactive monitor and credit medium reader for playing blackjack. Each 
player station 24 includes interactive selecting means 1 4 for making a wager on the 
game outcome (a keyboard). The wager amount is confirmed prior to the play of the 
game, not being greater than the available credit balance. After each player has 
selected his wager the playing cards are dealt. Each credit balance Is continually 
tabulated within a casino computer system for that player station 24 and that credit 
medium 20, respectively. FIGURE 8B discloses an exploded detail view of a simplified 
interactive monitor and credit medium reader for playing blackjack. 
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FIGURE 9A is an exploded detail view of an interactive monitor and credit medium 
reader for playing roulette, and FIGURE 9B is an exploded detail view of an interactive 
monitor and credit medium reader for playing craps. U.S. Patent 4,339,798 discloses 
interactive player stations designs for use for playing craps and KENO. 

Preferably, the available credit balance is not replaced on the credit medium 20 until 
the player decides to withdraw the credit medium 20 from the player station 24. A 
tabulation of a plurality of game results associated with the player at the gaming table is 
then inserted on the credit medium 20 replacing the previous available credit balance. 

Generally in blackjack, once the game outcome has been decided the wager amount is 
added to or subtracted from the previous available credit balance. However, if the 
house takes a percentage from the top as is common in many casinos operated on 
Indian reservations, the calculation of the second cash value may be more complex. 

It will be appreciated that for larger hotel complexes, additional casino computers 1 3 
may be necessary to accommodate more players. The hotel central computer system 
1 1 will also be interactively engaged to room service, security, reservations, registration, 
checkout, or additional servers similar to the casino computer system 1 3 may be used 
for each function. 

The hotel central computer system 1 1 is also interactively engaged with phones, 
restaurants, and shops, which can also be direct connections or through IBM PC's. The 
casino computer system 13 Is interactively engaged with cashier stations 145 each 
including a cashier terminal, which enable a player to increase or decrease the value of 
the available credit balance on the credit medium 20. 

Activities at tables, slot machines, arcade games, in addition to sports betting and race 
betting which require repeated responses are preferably routed through the casino 
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computer system 13 (see for example U.S. Patent 5,371,345). In the preferred 
embodiment as shown in FIGURES 1 A and 3, the information from the individual units 
(cashier stations 1 45, gaming bank server 62, and maintenance management security 
unit 140, is transmitted to the casino computer 13). The casino computer 13 and the 
hotel computer 1 1 thereafter exchange information which is transmitted back to the 
individual units through the casino computer 13. In another embodiment (not shown) 
the hotel computer 1 1 receives the Information through the casino computer 1 3, but 
then feeds back information directly to the individual units. 

Each guest is issued a unique house card key, which not only is useful for obtaining entry 
into the hotel guest room, but for eating, and other entertainment activities on the hotel 
premises. Each key has a PIN and individual available credit balance. Some guests may 
prefer to have no available credit balance, in which case the house card key is only used 
to gain access into the room. However, the guest may later decide to purchase credit 
for use on the hotel complex, which may be accomplished through card recharging 
machines located throughout the hotel. 

While a personal identification number (PIN) can be used a s a personal identifier, this 
method is not particularly secure, since another may learn the PIN while eavesdropping 
during PIN entry. 

A biometric identifier is a stable physical property which is easily measured and 
characterized for subsequent use. The credit medium will include the biometric 
identifier, which is preferably a thumb print, that is inserted onto the card during 
acquisition. Subsequently, when the card is inserted into the card reader for play, the 
player will place a thumb print onto the interactive monitor. The credit medium is 
validated by comparing the encrypted thumb print to the thumb print of the user of the 
credit medium. Such an identification system can be used in other sites on the premises 
of the complex whenever the credit medium is used. 
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Another option is to enable to use a thumb print or other biometric identifier as the 
credit medium. The player simply provides the hotel with a thumb print upon 
registration, whereby a room is assigned. To enter the room, the guest provides a 
thumb print onto a screen, which is then matched by the computer with the thumb 
print of the guest who has access to the room. To play in the casino, the player submits 
a thumb print onto the keypad and the system matches the thumb print with the 
particular guest and the available credit balance. To add value to the guest account, 
value is withdrawn from a credit card, or debit card, or cash or check, and such value is 
added to the guest's available credit balance. To access the available credit balance in 
areas other than the casino (restaurants, lounges, boutiques, etc.), the guest supplies the 
vendor with a thumb print which is matched to the guest and guest account in the main 
computer and the available credit balance is adjusted accordingly. 

Other forms of biometric identifiers include fingerprints, handwritten signatures, finger 
length, hand geometry, retina or iris scan, facial thermography, facial imaging, and wrist 
vein patterns. As these technologies become further developed, many will be 
preferably to thumb prints, since patrons are sometimes hesitant to thumb prints or 
other hand identifiers since it suggests law enforcement involvement. A handpunch that 
is commercially available from Pitrone sc Associates of Hatboro, Pennsylvania is another 
identifier that may be used. The system provides positive identification when the user 
inserts his hand into the confirmation device. Another system involves a face print and 
is currently being used by governmental facilities to control access. The system works 
like a fingerprint and takes an infrared picture of a person's face including the blood 
vessels. The various temperatures of the facial region have differing temperatures as 
where the blood vessels are. Authentication begins by matching general facial features 
and then proceeds to the finer data points. 
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FIGURE 4 discloses the preferred embodiment of the data containing apparatus 21 , 
having a credit medium 20 disposed at one end, and an electronic guest room key 1 6 
disposed at the opposing end thereof. The credit medium 20 includes a microprocessor 
22 interactively engaged by data lines 24 to a number of non-volatile random access 
semiconductor memories 26 (see for example U.S. Patent No. 5,179,517), 
Microprocessor 22 is interactively engaged with an interface circuit 28 by a group of 
data and control lines 30. Communications to external devices is facilitated by a group 
of contacts 32 interactively engaged with the interface circuit 28. Preferably, these 
contacts 32 conform to an Industry standard, such as ISO/DIS 78161/1 and 
78161/2, and include contacts for chip select signals, clock input signals, a data input 
signal, a data output signal, a power supply input, a status input signal, a ground line, 
and a memory type signal. 

The circuit elements 22, 26, and 28 can in effect function as a small computer system 
by, for example, accepting data and control signals from external devices connected to 
contacts 32, using the microprocessor 22 to process the data, reading and writing data 
into memory 26, and transmitting data and control signals via the interface circuit 28 
to the external devices. 

The circuit elements 22, 26, and 28 are mounted on a bottom sheet and covered or 
sealed within the credit medium 20 by a cover sheet, with a portion abutting the 
contacts 32 left open to provide access to the contacts 32. 

Although the embodiment of the credit medium 20 has been described in terms of an 
1C card, other configurations or structures that provide a data memory along with a 
data processing capability can also be used (see also U.S. Patent Nos. 4,725,924; 
4,727,726; 4,733,061; and 4,764,666). 
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Use of the credit medium 20 with a player station 24 may be facilitated by an interface 
unit 40 secured within the housing of the player station 24. The interface unit 40 is 
secured to the player station 24. A read/write unit 42 receives the credit medium 20 
via a slot configured in the housing of the player station 24. The read/write unit 42 
includes contacts corresponding to the contacts of the credit medium 20 along with 
conventional signal interface and buffering circuitry (see FIGURE 10). Also, included 
in the interface unit 40 is a gaming unit processor 46 interactively engaged with the 
read/write unit 42 by data and control lines represented by line 48 and a random 
access memory 50 along with a read only memory 52 that contain the control 
instructions for the gaming unit processor 46. A clock-calendar circuit 53 is also 
interactively engaged with the gaming unit processor 46. 

After the credit medium 20 is initiated, it is ready for use with the player stations 25. 
The player will insert the credit medium 20 into slot 1 2 of the read/write circuit 42 of 
the interface unit 40 as shown in FIGURE 10. The read/write circuit 42 is under the 
control of the processor 46 and causes the circuit to transmit to the credit medium 
processor 22 on the credit medium 20 the appropriate instructions so that the 
identifying date is transmitted to the processor 46. The credit medium processor 22 
can encrypt using one of the NBS encryption standards the data being transmitted to 
the gaming unit processor 46, and the gaming unit processor 46 can in tum use a 
matching algorithm to encrypt the data. 

Once the credit medium 20 has established communication with the interface unit 40 
and been identified as a player type card, the interface unit 40 will make available to 
the player station 24 the available credit balance information. The information is 
transmitted via the machine interface 56 through a data bus 64 to the gaming bank 
server 62. To enable comprehensive player tracking information, as the player operates 
the player station 24, data representing game play is transmitted to the interface unit to 
memory in the credit medium 20. 
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Since a preferred embodiment of the invention is described within the context of a 
microprocessor-based blackjack table, the interface unit 40 also includes a machine 
element interface circuit 56 interactively engaged with the gaming unit processor 46 by 
data and control lines, """he player station 24 is interactively engaged with the interface 
unit 40 to a gaming bank server microprocessor 62. The gaming bank server 
microprocessor 62 monitors the play of the game. The player station 24 also has a 
number of discrete signal sources that represent the status of the game for an individual 
player. Representing examples of status signals of the gaming table are player enters 
play, player enters bet, player buys insurance, player doubles down, player has 
blackjack, player wins, player ties dealer, dealer wins, player resets wager, and player 
ends play. The status signal sources are interactively engaged with the machine element 
interface 54 by a series of lines. The machine element interface 54 is interactively 
engaged with the gaming unit processor 46. 

The interface unit 40 also includes a display 80 which is interactively engaged with the 
gaming unit processor 46 by a conventional set of data address and control lines 
represented by line 80. 

Also, as shown in FIGURE 10, the data transfer system utilizes the gaming unit 
processor system 62 to perform general casino accounting functions which are 
transferred to the gaming bank server. The interface circuit 28 (see FIGURE 4) 
includes contacts for the transfer of data through a read/write circuit 42. In instances 
where a large number of like gaming tables or machines are being administered by a 
gaming bank server, the gaming bank server or servers being interactively engaged with 
the individual gaming processors through respective machine processor interfaces 56 
and accompanying data bus 64. Preferably, centralized control of the gaming data and 
transactions is maintained. Accordingly, a data communication network, such as a local 
area network, is used to interactively engage the gaming processors to the gaming bank 
servers. A second local area network preferably interactively engages the gaming bank 
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servers with the casino computer 1 3. 

The credit medium 20 may be similar to a card bought at a public library for paying for 
copies or computer listings. The credit medium 20 such as a debit card, or a house 
card contains an available credit balance for play by the player throughout the casino. 
The credit medium may also be a smart card, whereby the available credit balance and 
other information relative to the card-owner is stored on the card. Duplicate 
information may also be stored within the computer system. 

Preferably, all stations that accept the credit mediums 20 are interactively engaged with 
the casino computer system 13. The casino computer system 13 has a file for all active 
players which includes personal identification numbers (PIN's), room numbers (if 
appropriate) and the available credit balance for each such player. For security reasons, 
it is preferred that the PIN is not stored on the card, but rather only in the main 
computer. When the card is inserted for play, the computer performs a number of 
security checks. The player enters a PIN which is verified against the PIN in the 
computer. Then the system confirms that the available credit balance on the card 
matches the available credit balance associated with the PIN and player stored in the 
computer. Finally, if the card is also a room key 16, it confirms that the room number 
is the same as the room number for that particular player. 

Each player station 24 may also include means 1 6 for entering decisions made by the 
first player relative to the play of the game (draw, stick, double-down, or split pairs). 
This information may be entered by way of a digital keyboard, a touch-sensitive 
interactive television monitor, an interactive voice recognition system, or a mouse in 
combination with a computer-type monitor. 

The credit medium 20, preferably, includes personal identification number, enabling 
player identification prior to use of the credit medium 20. Other personal identification 
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means may include a fingerprint, a password, or a security code disposed within the 
credit medium 20, enabling player identification prior to enabling use of the credit 
medium 20. 

Preferably, the credit medium 20 is the hotel guest key for the player, who is also a 
guest at the hotel associated with the casino. The available credit balance can be 
selected by the guest when he registers at the hotel, and paid for at the time of 
registration by check, credit card, debit card, or cash. In addition to using the credit 
medium 20 at the casino, the credit medium 20 may also be used in slot machines and 
gaming tables situated throughout the hotel, as well as restaurants, newsstands, gift 
shops, boutiques, and the like associated with the hotel. 

The system is for use in casinos having large numbers of gaming tables. Some of the 
tables may be conventional, using chips and cash to accommodate players who prefer to 
gamble in a conventional manner. Some other tables will be like those described in the 
present invention, where the playing stations are compatible with house cards. The 
credit medium 20 is a hotel key for use of players staying in the hotel, and either debit 
cards or house cards for players not staying in the hotel. Still other gaming tables will 
enable players to use portable stations that are compatible with the table. The stations 
may either have electrical connections with the gaming tables or they may be wireless. 

It is appreciated that player monitoring by the casino computer system 1 3 can only be 
accomplished at tables and machines where the credit medium 20 is used by the player. 
Accordingly, the hotel and the casino will encourage use of the credit medium 20 by 
providing the player with promotional and play incentives to encourage players to try 
the system. It is believed that with the improved and faster play that the players will 
soon be comfortable with the system, and reverting to conventional play will be dull. 
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The player station 24 may be built into and integral with the gaming table, or the 
station may be portable and compatible with the gaming table. A portable station may 
even be wireless. The portable gaming stations will have all of the features of the 
gaming station that is integral with the gaming table. 

The portable player station may also be initially engaged with a mechanical key, or the 
like, which is charged when the patron registers at the front desk with an available credit 
value, or the portable player stations can be borrowed and charged by employees of the 
casino, either for adding cash value to the station or for players who are not staying in 
the hotel associated with the casino. 

Once the player has finished playing in the casino, he simply returns his credit medium 

20 to a cashier or a desk clerk at check-out, wherein the available credit balance on the 
credit medium 20 is transferred directly to the player's debit card, or to a personal 
checking or savings account 

One embodiment of the invention involves a guest room key 1 6 on the same card as 
the credit medium 20 (see for example U.S. Patent No. 4,677,284) . FIGURE 1 1 
discloses a preferred embodiment of a schematic flowchart disclosing the program logic 
for enabling the guest to use the guest room key 16 of the data containing apparatus 

21 to gain access to his room. FIGURE 12 discloses a preferred embodiment of a 
functional block diagram of a guest room key 1 6, the operating codes of which are 
disposed on the data containing apparatus 2 1 opposite the credit medium 20. 

An electronic key card has a set of data encoded on one end thereof. The lock includes 
a multi-level memory 122 with each level identified by an identification code. A 
combination code is stored at each memory level in memory. The set of data encoded 
on the key card comprises an identification code and a combination code. The data 
encoded on the guest room key 16 is read into the lock by a card reader 124. The 
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lock 1 20 may perform a number of predefined functions, such as opening the lock, 
changing the codes in multi-memory, or erasing the codes in multi-memory. The 
predefined functions are stored in a function table 126 with each predefined function 
identified by a function code, which are also stored in the function table 1 26. 

The lock includes a comparator 128 for comparing the inputs to each other. Power to 
the lock 120 is provided by a power source. The lock 120 includes an installation 
code memory 132 for storing an installation code. The installation code must be 
matched before a function may be performed. The control unit 136 controls the 
activity of all the electronic components of the lock 120 as described above, and is 
interactively engaged directly with the hotel/resort central computer 1 1 . 

The security system operation begins when the guest inserts the user key into the lock 
card-reader and the card reader reads the identification code. The control unit signals 
compare the key identification code to the code in the lock memory. If the 
identification codes do not match, the lock removes the power from the lock, except 
that necessary to maintain the data in memory. This sequence of events is termed 
"power down". After the lock performs the "power down" sequence, the operation of 
the security system is completed. 

If the identification code on the end of the user key does match the lock identification 
code, control unit 27 signals a multi-level memory 36 to transmit the combination code 
at the memory level identified by the combination code from the key to the 
comparator. Control unit 27 further signals card reader 18 to transmit this 
combination code to the comparator. The combination codes from the key and the 
lock are compared, if the two combination codes match, control unit 25 signals lock 
mechanism 33 to open. After signaling the lock mechanism, the control unit performs 
the power down sequence, completing the operation of the system. 
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In order to maintain the integrity of the system, the hotel/resort central computer 
interface is separate from the casino functions, so as to prevent hotel staff from gaining 
access to tracking casino gambling data for hotel guests on a routine basis. The only 
information that the front desk needs to know about casino guest data is available credit 
balance for the guest for purposes of check-out. In the event that the guest questions 
casino credit balance information during check-out, the guest can request such 
information directly from the system during check-out, perhaps by using his PIN, and 
the itemized statement can be reviewed with management on duty. 

Another application for the system of the present invention includes cruise liners. The 
system is also useful in any hotel to improve security involving on-site charging to a 
room. In addition, the system may be used in any other controlled environment 
involving continual activity, or extraordinary expenses. 

The off-site playing system of the present invention includes a live gaming site, a gaming 
processor, an off-site terminal, and a credit medium for use at the off-site terminal. 

The gaming site includes a plurality of playing tables disposed within the casino. For 
blackjack, each table comprises a dealer and a plurality of players. For craps, each table 
includes a plurality of playing positions about the craps table, a casino game manager, 
and a roller. 

The gaming processor has direct access to information from the gaming site relative to 
the specific values of gaming materials (cards, dice, roulette ball and wheel, etc.) 
relative to a gaming unit and historical information relative to the outcome and values 
of the gaming materials per each gaming unit; 
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The credit medium is assigned to the patron from the resort, hotel, or casino complex 
and includes a playing value that can be accessed by the processor relative to the off-site 
play. The key-card uses a biometric identifier, such as a fingerprint, which insures that 
the player making the wager is the player to whom the card is issued. The biometric 
identifier prevents any unauthorized use and enables the card holder to use the card 
anywhere within the complex. Hence, the key card is of no value to third parties and is 
completely secure from theft or being lost. 

The player terminal is located remote from the gaming site. The terminal has access to 
information in the gaming processor relative to historical and statistical information 
regarding previous gaming units. The remote playing terminal includes a card reader 
whereby playing value can be accessed relative to the credit medium. The playing 
terminal enables additional wagers to be placed from an off-site location regarding 
individual playing positions or players at the on-site game. 

The off-site playing system of the present invention is simple to operate for player 
access, while enabling advanced statistical and historical data and analysis systems for the 
more sophisticated computer user. The off-site terminal will enable the off-site player 
to participate in a way that is no more complex than play for the on-site player. The 
off-site player will initiate play by selecting an off-site terminal. The off-site player then 
inserts his credit medium into a card reader that is integral with the off-site terminal. 
While the use of an interactive monitor with a touch sensitive screen is used by the off- 
site player, player decisions can also be entered through speech which is a more natural 
way of communicating. Speech recognition systems are currently available to 
communicate information, and can serve as a biometric identifier through voice 
patterns. 

Once confirmation for off-site play is made, the off-site player can selects a game, such 
blackjack (single deck, 2-deck, 4-deck, 6-deck), craps, roulette, KENO, slots. Once a 
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game is selected, the off-site player is presented with a series of table selection criteria. 
For example, in blackjack, the selections include: 

• Identify the coldest dealer. 

• Identify the hottest dealer. 

• Identify the coldest table. 

• Identify the hottest table. 

• Identify the dealer with the most cold streaks. 

• Identify the dealer with the fewest hot streaks. 

• Identify the oldest male dealer. 

• Identify the oldest female dealer. 
0 Identify the youngest male dealer. 

• Identify the youngest female dealer. 

Once the off-site player has located a table, the monitor displays the next screen which 
is the view from the overhead camera, enabling the player to monitor live play, while 
not enabling the off-site player to identify any individual player in order to select on-site 
player privacy. Numerical histories appear on the screen overlaying the image of the 
dealer which show the five most recent hands (bust - 20 - 17- bust - 20). There is an 
overlay of the five most recent hands (W-W-W-T-L) for each player position which is 
continually updated. The off-site player will know immediately the game outcome by 
watching the live play on the screen. 

The off-site terminals can also be used by the casino to monitor play at each table to 
check for irregularities. Also, the off-site terminals may be used outside of the complex. 

Speech recognition is particularly attractive for off-site play since noise levels are much 
easier to control. Speech recognition is also applicable for on-site play, as the dealer 
can wear a speech transmitter/microphone on his shirt, each play may be similarly 
wired, or the speakers can be inserted into the table. Sophisticated speech recognition 
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systems are currently available from Microsoft under the trademark "Whisper." 

Speech recognition is also particularly important to monitor play, since it is a means to 
reduce the hardware costs of the system, and enables conventional tables to be used 
with only slight modification. The only hardware is an optical scanner in the card rack, 
a card reader, a speaker for the dealer, and a simplified keypad comprising only a card 
reader with exit button, and button to enable bets to br changed, and display windows 
for current wager and credit balance. 

To enable the play of slot machines, there will be various player options. If the player 
wants direct piay, he will participate in an electronic slot machine game directly, and 
will have a variety of types of games to choose from. The player is also able to play 
slots indirectly by piggybacking onto another player playing in real time within the 
casino. The advantage of the indirect play is that the player will be able to collect 
historical and statistical Information relative to each active game from a menu. Such 
questions include: 

• Identify the hottest slot (last 50 plays). 

• Identify the hottest slot (last 1 00 plays). 

• Identify the hottest slot (last 200 plays). 

* Identify the coldest slot (last 50 plays). 

* Identify the coldest slot (last 1 00 plays). 

* identify the coldest slot (last 200 plays). 

FIGURE 1 3 shows a typical logic diagram for on-site play of craps in a gambling casino 
relating to the present invention, and FIGURE 1 4 shows a similar diagram for an off-site 
player playing craps, the off-site player selecting an on-site player to wager with. The 
off-site player may wager directly on the game outcome, and in such cases, the player 
station is essentially identical to the on-site player station as shown in FIGURE 9B. 
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FIGURE 15 is a logic diagram for an off-site player playing blackjack and wagering on 
the outcome of an on-site player. 

The system enables an off-site player having a key-card or other credit medium to enjoy 
quality play at any game within the casino complex, at any time, and from any remote site 
connected to the system. The system of the present invention enables the off-site player to 
select any player in the casino and wager on the outcome of the on-site play from a remote 
location. In addition, in games such as craps and roulette, the off-site player has the option 
of wagering on the selected player or placing a direct wager on the outcome of the next 
gaming unit. The system of the present invention includes a live gaming site, a gaming 
processor, Intranet networks and Internet servers, off-site terminals, and a credit medium 
for use at the off-site terminals. 

FIGURE 16 is a depiction of an off-site terminal and player station for the casino 
gambling system of the present invention. The remote player station may also include a 
lap-top computer terminal for use in an off-site location through a hard-wired wall 
outlet, or through a telephone and the Internet. The lap-tops are distributed to the 
players upon registration or are disposed in certain preselected guest rooms. 

FIGURE 17A discloses the system comprising a mainframe computer and data storage for 
the hotel such as an IBM 360 or similar computer as required for the operation of the 
facility and related networks (200); a similar computer and data storage system for the 
casino gaming operations (201); an SNA Gateway or similar servers (203) which 
interconnect the mainframe computers to the facility Intranet system (202); and separate 
servers (204) as IBM AS400 or other units of sufficient capacity such as current 300 MHZ 
or better IBM compatible Pentium IIJ type servers as required for the operation of the 
respective Internet, Intranet, facility operations and security, financial, and gaming 
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c,t* <ramine locations accessed through a 
c „«c FIGURE 17E discloses remote off-site gaming iouiu 

functions. FIGUKfc i#u satdlite 
Wide Area Network (WAN) server (205) with T1/T3 leased 
communications (206) to the remote sites. 

Connected to the facility Intranet (202) is: 

1 The bote, — . (200). throng a SNA Gateway or sirrnlar server (203). 
' with in which a., daut for the operation of the facility, guest regtstratron and 
credit information is stored; 
B . The to* op.ra.ons Locel Area Network (207) which control **y 
operations, securiry and registration services. The registfation server (204) 
interconnected ro a — 300 MHZ or better IBM compatible Pentrum ID or 
simil ar interne, ga*way server (222) through which guest or player 
res ervauons are received from remote .ocations and all guest or piayer credtt 

information is confirmed; and 
C The financial server (204) is inKrconnected direcuy to the Intranet and rrac* 
Snest or piayer purchase, gaming win, iosses, and payouts and enah s , 
Phrase of additionai credit vaine to a player's account to me approved hunter, 
as requested by the guest or player (see FIGURE 17B). 

Gami ng activities are coifed and monitored by a mainframe computer «- 
IBM 360. Da, and remote p»ay is accessed throng me bote, ~ W - 
Gateway or similar server (203). Controi of casino piay is through a second SNA Gateway 

. ™ =,rvers (204) for each different game. All game 
or similar server (203) to separate game servers (204) 

. ^nn MH7 or better IBM companble Pentium UJ or 
utble PC computers (208) are current 300 MHZ or better v 

similar computers and are inttrconnected through a separa* I~al Are, 

Lives monitor and play instruction inpurs from rhe table scanners C10 ^ (2 

Television cameras (212) and o^r — ^1^—1 
keypad (214) and optional microphone (215), and the piaye 
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reader (216), credit conu-oi (2X7), interactive monitor screen (218),' keypad (2.9) and 
optional microphone (215), as shown in FIGURE HC 

Off-she gaming PC-TV re.roinals (220) are based on currenl 300 MHZor bene, *U 

oompanhle Pentium II, or similar confers "J^^^^ 

c at - nn r< » a d e r (216), credit control (217), Jceypaa u«i< a ' ^ 

identification confirmation reader </ioj, u c „ lprted remo te 

• nhone(215) Also included in terminals located in guest rooms and selected remote 

Local off-site locations in guest rooms and other locattons are 

Lanet (202) via the IBM AS40 or similar fccilltv off-site httranet server (see FIGURE 
17D). 

Pfcyers may also access me games via me Intesne, and their own computers. Play to this 
X, is provided through a standard Interne, server «H> connection and Internet 
service provider. 

. r.™ »n nff-site locations is conducted through an 
Selection of games, statistics, and play from all off site locan 

Interne, hrowser sys.em. This same browser system provides instant rephcatton of a.. 
X Xes^ayer data, tea, .me monitoring of aU games and statistics hy castno 
roanagement. and instant adjustment of player credit balances. 

Furthermore, it is evident that many other aitematives, modifications and variations £ 
tTsystetn a d method of the present invention w»1 be apparent to those sinUed n * 
« " fight of the disdosure herein, it is intended that the metes anti b«* of the 
intention be determineti by the appended cUms rather than by 
tite above specification, and that a» such aiternatives, modtficauons nd v n no* 
lh form a conioindy cooperative e.uivaient are intended to be tnduded wttittn the 
spirit and scope of these claims. 
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CLAIMS 



1 . a gaming system network comprising: 

W a live gaming she where a .We caslno-type game-of-chance is played, the game- 
of-chance induding individual gaming units each having a game outcome; 

(b) a casino gaming processor system which captures gamins in— 
LLt in Uve mode for a Ono-type gameof-chance, me gaming information 
including values of gaming materials and player decisions 

(c) means for capturing images of the live gaming site; 

(d) a Plurality of .ntranet term.nals located remote from the live pming £*. 
Inet terminals including a means to confirm remote player ,denuty, the .ntranet 
intranet term. ^^-n relative to individual gaming units, the 
terminals having access to gaming mformauon relative to 

lrar anet terminals including means for viewing the images o, *e gammg «e m 
,ive mode, the Intranet terminals having access to available credit enabUng an off^e 
Z to be made Herefrom regarding a game outcome of the gam,ng umt, the 
ZL - available credit after a gaming unit changing depending upon the game 
outcome; and 

,el a plurality of Internet terminals located remote from the live gaming site, the 
Ue III Induding a means to confirm internet player Idendty the internet 
ZL* s having access to gaming .formation relate to ^ 
mternet terminal induding means for viewing the images of the live gaming s«e n 
the internet «erm,na.s having access to availab* credft enabling an «. 
to be made therefrom regarding a game outcome of the gaming unft, the 
XTo available credft after a gaming unit cnan*ng depending upon the game 
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outcome. 



2. A system for enabling gaming action from a remote site, the system comprising: 

(,) , five gaming she where a live casino-type game-of-chance is played, the game- 
of-chance including a gaming unit with a game outcome; 

(b) means for capturing images of the live gaming site; 

(c) a pming site processor system which preserves in dighal format gaming 
information about the game outcome of the gaming unit; and 

(d) a remote gaming terminal located away from the live gaming site, the remote 
pUylng terminal inc.ud.ng a means to confirm remote p,yer identity, the remote 
salg terminal having access to gam.ng .nformadon re.at.ve to ,nd,*du. 
pming unfts, the remote gaming temtina. induding means for viewtng the tmages 
I .be five gaming she In .We mode, the remote gaming termina, having access » 
ava,,ab,e credfr enabHng an ofT-she wager to be made therefrom ^rdmg a 
game outcome of me gaming unh, the amount of available cred,t after a gammg 
unit changing depending upon the game outcome. 

3. A system for enab..ng gaming play from a remote site, the system comprising: 

,3, a five gaming she htc.ud.ng a ph.ra.fty of p.ay.ng tab.es invoMng a game-of- 
Ice p,yed ,n a gaming cas.no, each tab.e induding a plurality of player po 
each L induding gaming matertals, specific va.ue of me gammg ma« ah 
changhtg re^ve » each gam,ng unft, the five gam.ng site htdudmg a gam,ng un,t 
with a game outcome; 
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(b) means for capturing images of the live gaming site; 

W a gaming site accessor system which preserves in d,gha. format gaming 
information about the game outcome of each gaming unit; and 

• .«™,in»l located away from the live gaming site, the remote 
(<ft a remote gaming terminal locateu away 

(d) a remo ga lnfor madon relative to .ndmdual 

s n ~ ^ — — — for - r r 0 :; 

rr, e gaming she in iive mode, the remote piaying — . enabhng addmona, 
TZs to ne piaced regarding indMdua, piayer posmons at the iive gam,ng s,te. 

4. The system o, Cairn 3, wherein the remote piaying termina, includes means to 
confirm remote player identity. 

5 The system of Clam, 3, wherein the remote gaming termina. has access ««*■*. 
Tdh Inng an off-site wager to he made therefrom regarding a game outcome of 

the gaming unit, 

6 . The system of Oaim 3, wherein the amount o, avaiiabie credit after a gaming unit 
changes depending upon the game outcome. 

7. The system of Calm 3, wherein the remote gaming termina. inCudes a p.uraHty of 
different player screens. 

8. The system of Oalm 3, wherein historic* data re,rive to the gam,ng .nformarion <s 
accessible from the remote gaming terminal. 
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(a) a live gaming site including a plurality of casino-type slot machines, the slot 

(a) anvega mhpr , that change relative in a live gaming unit, the live 
machines having gaming members that change 

gaming unit having a game outcome; 

(b) means for capturing images of the live gaming site; 

...ki^v. nrp<erves In digital format gaming 

(c) a gaming site processor system which preserves a 9 

information about the game outcome of each gaming unit; and 

wage* to be placed regarding the game outcome in live mode. 

,0. The system of Cairn 9, wherein the remote piaying termina. indudes means to 
confirm remote player identity. 

, , The system of Cairn 9, wherein the remote gaming termina, has access to avaMabie 
clTnahiing an off-site wager to he made .herefrom in iive mode regarding the 
game outcome. 

n . The system of Oaim 9, wherein the amount of avaiiabie credit after a gaming unit 

changes depending upon the game outcome. 
, 3. The system of Calm 9, wherein the .mote gaming tennina. includes a piurality of 

different player screens. 
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, 4. The system of Claim 9, wherein historical data re.at.ve to the gamin* .nformation 
accessible from the remote gaming terminal. 

,5. A method for pardcipadng in a live casino-type garner-chance from a remote 
gaming terminal, the method comprising: 

(a, confirming player Identification whh a gaming processor for player Participation 
a, the live casino-type gameof-chance from the remote gaming terminal; 

0,) selecting a wager amount for wagering on the game outcome at the live gaming 
site from the remote gaming terminal; 

(c) comparing the wager amount to the avafiable account balance through the 
gaming processor, the wager amount being approved If the wager amount does 
not exceed the avaiiable account balance; 

(d) proceeding with play of the live casino-type game-of-chance at the five gaming 
site; 

(e) transmitting images of the piay of the live casino-type ganK-of-chance at me five 
gaming site to the remote gaming terminal; and 

<„ adiusting the amount o, available credit through the gaming processor after 
completion of the gaming unit depending upon the wager amount and the game 
outcome. 

16. The method of Claim 15, further comprising selecting a casino-type game-of- 
chance after player identification has been confirmed. 
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17 The method of Claim 15, further comprising requesting information relating to 
historical information of the live casino-type game-of-chance at the remote 

gaming terminal after player identification has been confirmed. 

18. A method for participating in a live casino-type gameof-chance from a remote 
gaming terminal, the method comprising: 

(a) selecting a wager amount for wagering on the game outcome at the live gaming 
site from the remote gaming terminal; 

(b) comparing the wager amount to the available account balance through the 
gaming processor, the wager amount being approved if the wager amount does not 
exceed the available account balance; 

(c) proceeding with play of the live casino-type game-of-chance at the live gaming 
site, images of the play of the live casino-type game-of-chance at the live gaming s,te 
being transmitted to the remote gaming terminal; and 

(d) adjusting the amount of available credit through the gaming processor after 
completion of the gaming unit depending upon the wager amount and the game 
outcome. 

19. A gaming system comprising: 

(a) a live gaming site involving a live casino-type game-of-chance is played, the 
game-of-chance including a gaming unit with a game outcome, images of the live 
gaming site being captured for off-site viewing; 
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,ct*m which oreserves gaming information about the game 
(b) a gaming processor system which preserve* * 

outcome of the gaming unit in digital format; and 

n^e, the remote gaming «ermma. having access to gammg mformanon trough 
rlnlng processor to Indivldua. gaming units, the remote gammg termmai 
1Z wiThe piaced on the gaming outcome of the gaming unit at the 
- remote gaming termina, inciuding means to confhm remote 

player identity. 

20 . a iive gaming site v,here a Hve casino-type game-of-chance is P-ayed, the site 
comprising: 

(a) a card tray which houses playing cards; 

(b) , de a>er posidon disposed at the gaming rabie, individua, piaying cards being 
inWally distributed from the card tray to the deaier posidon; and 

,c> at .east one pUyer posidon deposed about a gaming tabie, individua. piaying 

hereby during the piay of the casino-type game-of-chance, ^ng «- ■« 
subseouendy distributed and vrfthheid from the at .east one player posmons « , *e a 
^oTof the indWidua. piayer posKons as determined by P— ned ruies of 



piay. 
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21 The live gaming site of Claim 20, wherein the predetermined rules of play are in 
'conformity with probabilities to imprave the likelihood of winning the game-of- 



chance. 



22 A casino-type game-of-chance involving playing cards, the game-of-chance having a 
gaming unit and a gaming outcome, the game-of-chance comprising a dealer posnion 
and a plurality of player positions, the playing cards being distributed to at least one 
of the player posidons and the dealer position, wage* being accepted concerning 
the probability of certain combinations of playing cards being dealt during the 
gaming unit of the game-of-chance. 

23 A gaming system Involving a gaming processor for use in a casino complex, the 
'gaming processor Including account balance data that is accessible for use within the 
casino complex, the gaming system comprising: 

(a) on-site blacklack play wherein each player position includes entry means for a 
biometric characteristic, the on-site blackiack play requiring confirmation of the 
biometric characteristic prior to enabling access to account balance data for each 
gaming unit of blackjack; and 

(b) «*• slot machine play, a slot machine requiring confirmation of a biometric 
characteristic prior to enabling access to account balance data for each gaming umt 
of slot machine play. 

• fnr a blackiack-tvpe card game involving a plurality of 

24. A casino gaming system tor a Diac&jacK. lypc «-«»■« &« 

playing positions and a dealer position, the system comprising: 

(a) playing options for a playing position being predetermined by house rules based 
upon the value of the playing cards distributed to the playing position and the value 
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of the playing cards distributed to the dealer position; and 

(b) dealer playing options being determined by house rules determined by the value 
of the playing cards distributed to the dealer position; 

whereby values of the cards dTstributed to the plurality of playing positions and the 
dealer playing position are captured for further process.ng In a gaming processor. 

25. A system for enabling play re.at.ve to a casino from a she remote from the 
gambling casino, the system comprising: 

(„ a gaming site including a plurality of playing tables, each tab.e having a dealing 
position and a plurality of player positions; 

<b, a gaming site processor having direct access to Information from the gaming 
L relative to the specific values of cards debuted relative to a gammg unit and 
historical information relative to the outcome and values of the cards dlstnbuted to 
the players during each gaming unit; 

(c) a credit medium Including a playing vahte that can be accessed by the 
processor relative to the off-site play; and 

M a p.ayer terminal located remote from the gaming site, the player terminal 
having access to information In the gaming processor relative to h^ncal 
.nformation regarding previous gaming unhs, the remote playing : tenmna. ndudmg 
a card reader whereby playing vahte can be accessed relative to the cred,t med,um, 

whereby the playing termlna. enables addmona. wage, to be placed regarding Individual 
playing positions at the on-site game. 
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26. A system for enabling play reUtive to a casino from a site remote from the 
gambling casino, the system comprising: 

,„ a gaming site including a piuraHty of playing tables, each table including a 
plurahty of player positions, each tab.e inch-ding gamfng materials specific vaiue of 
the gaming materials being variable in each gaming unit; 

(b) a gaming site processor having direct access to information from the gaming 
site reUdve to the specific vaiues of gaming maurials re.at.ve to each gaming un,t 
and historical information relative to the ouKome and vaiues of the gam.ng 
materials relative to each player position during each gaming unit; 

(C ) a credit medium including a playing vaiue that can be accessed by the 
processor relative to the off-site play; and 

(d, a player termlna. located remote from the gaming she, the piayer terminal 
avfng access to fnfosmation in *e gamfng processor relative to h^onca 
information regarding previous gaming units, the remo* playing terminal 
a card reader thereby playing vafue can be accessed reiative to the credt med,um; 

whereby the playing terminal enab.es addWona. wagers to be placed regarding individual 
playing positions at the on-site game. 
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ncE-OTF CASINO PLAY 
FIELD OF USE 

The gaming *»» - *e presem invendon involves resort and hotel casinos as we., as 
Id and automated p.ay of convendona, gaming acdvmes, sud , * 

More partlcularly , ^ gam.ni system 

;rv:;::'e o^ " cte'd. — - . - - . — - 

outcome of a Bve same from a remote location. 

BACKGROUND OF THE INVENTION 
Casinos monitor the play of sable gamins acdv.des with mirrors and cameras recording 
ZZL hou* each day looking for deaier em>rs, piayer cheadng, player use f 
Z ^ other irregularldes. Abo, pit crews constandy monitor play, in 
^don, gene* four shifts of deale. are needed for staffing gamins act.vn.es. 

WhHe casinos have means to enab, piayeis to wager on horse races I, . various 
Lacks around me country and me world in real dme, and to wager on KENO . a 
rid" lin the complex at valous preseiected sites iocated therein, such a system 
is not available for other live play in the casino. 

U S Patent 5 326,.04 (Pease et ai.) and U.S. Patent No. 5,340,, .9 (Goldfa-b) each 
SIT— ^ - casino gambiing where an off.se player babe „ .ay 

,^, ri «n U S Patent discloses another method playing KENO 

KENO from a remote location. U.:>. rareni uim-i 

, • ii <; Patent 5 566,327 (Sehr) discloses an information 

rzrjr: r ta rii; - - - - - — * 

SZL PCT Applies 97/0S736 (Hack "* « 

whereby the casino is able to acquire al. Informadon relapve to hve games . the cas.no 
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(such as blackjack, roulette, and craps) by use of scanners, house cards, and interactive 
monitors. The casino is able to ascertain the identity of each player, how much each 
player is wagering, each player's gaming decisions, and the value of the gaming 
materials. The complete specifications and drawings of U.S. Patent 5,326,104; U.S. 
Patent 5,340,1 19; U.S. Patent 5,566,327 (Sehr); and PCT Application 97/05736 
(Black and Dykman) are hereby incorporated by reference into this Patent Application 

However, many people are uncomfortable in a crowded gaming casino, particularly, 
alone during late hours. 

What is needed is a gaming system that will enable a casino to increase the gaming 
activity throughout the casino without adding additional floor personnel (dealers, 
security guards, pit crew, etc.). 

What is needed is a gaming system that enables fully automated play of all gambling 
activities within a casino in a live mode, from anywhere within the complex, including 
but not limited to restaurants and lounges, luxury suites, and guest rooms. 

What is needed is a casino gaming system that will enable players to have the option of 
quality off-site play. 

What is needed is a casino gaming system that will enable the off-site player to bet 
indirectly by selecting an active player and piggyback onto the player's play of the 
gaming unit. 

What is needed is a casino gaming system that will enable the off-site player to wager 
directly on live play in real time in games such as craps and roulette within the casino. 
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What is needed Is a gaming system mat will enable an off-site player mat is remote from 
the casino and off-site from the complex to bet on live action within the casino from an 
Internet terminal. 

What is needed is an off-site gaming system that is compatible with blackjack, baccarat, 
craps, KENO, roulette, and slot machines. 

SUMMARY OF THE INVENTION 

The system of the present invention enables any off-site player having a key-card or 
other credit medium to enjoy quality play and to play any game within the casino 
complex, at any time, and from any remote location. 

The system of the present invention enables the off-site player to select any player in 
the casino and wager on the outcome of the on-site player play from a remote location. 
The player has the additional option in games such as craps and roulette to place a 
direct wager on the outcome of the next gaming unit. 

The system of the present invention includes a live gaming site, a comprehensive 
computer system including a gaming processor, an off-site terminal, and a cred,t 
medium for use at the off-site terminal. 

The gaming site includes a plurality of playing tables disposed within the casino. A 
blackjack game comprises a dealer and a plurality of players. For craps, each table 
includes a plurality of playing positions about the craps table, a casino game manager, 
and a player designated as the roller. 

The gaming processor has direct access to informadon from the gaming site reladve to 
the specific values of gaming materials (cards, dice, roulette ball and wheel, etc.) 
relative to a gaming unit and historical informadon relative to the outcome and values 
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nf rhP earning materials per each gaming unit; 

A *7 red.t medium uses a metric .dendfier, such as a fingerprint, which msures 
*ITe piayer making the wager U the player to when, she card is issued. T 
rmlc .d nt.fier prevents any unauthorized use and enabies the card holder to use 

the complex. Hence, the credit medium is o, no value to 

LtT- * — secure from the, or be,g .ost. The credit med.un j. 

X d to each indivU.ua. for use inside the resort, bote., or casino compiex. The 

Z 8 va.ue saved within the computer system is made ava,,ab.e to the p.ayer once 

identification has been confirmed. 



The o.ayer terminal k remote from the gaming site. The terminal has access to 
I rml I the gaming processor reladve to historical and statical In— 
trdlng previous gaming units. The remote playing termina. .nCudes a card r a 
P aying value can be accessed reUdve to the credit medium. The pU n 
enab.es addidona, wage, to be p,aced from an on-site 
onto the p.ay at .ndivldua, piaying posWons at the on-site game (,nd,re« P*0j* 
ermina. keypad resemb.es an actual on-s.ee player stadon for games such as craps or 



to live play. 



The system of the present invendon can be used anywhere from within the compiex, 
restaurant, a .ounge, a su,te or hot, room, the swimming poo, or even 
from a remote locadon outside of the complex. 

The ouaHty of p.ay for the off-s.te p.aying opdon is at .east comparab.e to the quality of 
Z7Z, a d for some payers b actua., P-eferab, over on-site p.ay. Ujn- 

1 a o.ayr wifi often be In a .oslng streak at a tab.e and rather man leavmg the tab.e 

2 gTcrowds in an environment fified w,th peop.e smoking and dr.nk.ng, and 
Ltg a Pos.don a, another tab,e, wii. dec.de to Hde out the streak at the current table. 
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The off-site player is able to move from player position to player position, from table 
to table, and from game to game without leaving the off-site player station. Also, for 
the player who is playing systems or is computer nimble, historical and statistical 
information is available on demand as deemed appropriate by the management of the 



casino. 



A prerequisite for quality off-site play is a system that enables the casino to collect and 
access all information relative to the casino games. Such information includes the value 
of the gaming materials in each gaming unit, a history of winners and losers at the player 
positions at the tables, and in blackjack all information relative to the dealer's card 
values. 

PCT Application 97/05736 (Black and Dykman) discloses such a system whereby in 
blackjack play, for example, the casino uses an optical scanner positioned within each 
card tray to read the value of the gaming materials, the cards that are dealt in the 
gaming unit. The playerc use key-cards rather man cash or chips, and the players use an 
interactive monitor to enter gaming decisions. This system serves as a platform for the 
system of the present invention to provide quality off-site play. 

A combination of sensors mounted on or In the table in combination with the cameras 
located above the playing tables enable such information to be collected. The sensors 
include various combinations of optical scanners located at the card racks which read 
playing cards, optical scanners located at each player station and dealer station to read 
cards retained by each player and the dealer, player and dealer keypads mounted within 
the tables, card readers mounted ad]acent to each keypad for reading the key-cards, 
microphones located adjacent to each keypad or mounted onto each player or mounted 
onto the dealer. 
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The use of a speaker-microphone mounted on the blouse or shirt of the dealer, enables 
the dealer to narrate the play of the gaming unit, which narration is used by speech 
ecognition to enable the computer to collect gaming information. For example: 
Player 1 is holding 1 2 and draws one card; 
Player 2 is holding 20 and sticks; 
Player 3 has a blackjack; 
The dealer is holding 16, draws a 7 and busts. 
Player 1 wins, player 2 wins and player 3 wins and is paid 1 .5 times the bet. 

Also, a narrating dealer can be used instead of the interactive monitor keypad. 
Preferably, the narrating dealer is used in combination with the keypad, whereas the 
keypad is greatly simplified to include the card reader, a card exit button, an up and 
down button enabling the player to increase and decrease his bet, and a display of the 
player's current wager and the available credit balance. 

While the principles of the present invention are applicable to all games played within a 
casino (such as roulette, craps, KENO, poker), reference is made to blackjack for 
purposes of illustration only. For blackjack play, each player uses a credit medium with 
which play is added to the card by the player at a remote location. The credit medium 
may be a debit card, an ATM card, a key-card, or a smart card. The player inputs 
relevant information (wager amount and gaming decisions) into the computer through a 
keypad disposed relative to the playing table. At the beginning of each hand, the player 
digitally selects the wager amount by use of the keypad. Once play begins, the dealer 
freezes all wagers by use of the dealer's keypad. At the end of each hand the player is 
credited or debited according to the results of the game and the amount of the wager. 

The credit medium preferably is a key-card and includes the hotel room key for the 
player, who is also a guest of the hotel associated with the casino. The initial credit 
balance can be selected by the guest when he registers at the hotel, and paid for at the 
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time of registration by check, credit card, debit card, or cash. In addition to using the 
key-card at the table games within the casino, the key-card is also compatible with slot 
machines placed throughout the hotel, as well as restaurants, newsstands, gift shops, 
boudques, and the like associated with the hotel. 

All casino games and slots are interfaced through a central computer sysrcm. The key- 
card is issued by the casino, the hotel, or an off-site third party. The key-card includes 
an initial value selected and paid for by the player, and a player identifier, such as a PIN 
or a blometric identifier, for security purposes. The player can add value to his account 
a, terminals throughout the casino. In instances where a thumb print Is used as die 
player identifier, the thumb print can be used in lieu of the key-card to gain adm,ttance 
into the game and to gain entry into a hotel room. 

For a casino that is part of a hotel complex, the credit medium is part of the guest's 
hotel room-key. The Initial card value Is selected and paid for by the guest upon hotel 
registration. The key-card combination enables the hotel to program an initial cash 
value into the key-card upon registration to encourage initial acceptance of the credit 
medium. 

For a stand-alone casino or for piayers who are not registered into the hotel, the key 
portion of the key-card enabies entry into the casino after the piayer has registered. 
Pre-registration can occur either off-site with pre-authorized third parties or with the 
casino The casino issues the credit medium to a player with a credit card and picture 
ID, such as a driver's license. Credit is withdrawn from the player's credit card and 
programmed into the credit medium. 

Each player station at the gaming table includes a keypad or an interactive monitor 
which includes a credit medium reader. The keypad enables the player to commumcate 
with the gaming processor. 
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To enter a game the p.ayer inserts his credit medium into a card reader at a player 
To make the system even more secure in the event the card is iost or stolen 
*. player identifier enables player identification prior to use of the credit med,um. A 
*. be*nn,ng of each hand, the player enters a he, The amount of the bet H approved 
prior » me play of each game, so that It cannot exceed the available cred.t balance. 
After all bets have been made, the bets are frozen, and the playing cards are dealt. 

The system includes a sensing unit, preferably an optical scanner, disposed in the 
deaJTcard rack and each playing card is scanned as it is dealt. The computer 
determines winners and iosen for each active player position. Each player's ava aWe 
credit balance is adiusted after each hand according to the amount o, the bet and the 
game outcome. 

For a more complete understanding of the advanced gaming system and method of the 
present invention, reference is made to the foiling detailed de^ppon and 

ccompanylng drawings in which the presently preferred embodiments of the mvenuon 
a re shown by way of example. As the invendon may be embodied in many fo^ 
without depardng from spirit of essentia, characteristics thereof, ,t . expressly 
understood that tire drawings are for purposes of illuspation and description on.* and 
are not intended as a definition of the limns of the invenaon. Throu^out the 

description, ..ke reference numbers refer to the same component throutfrout the several 

views. 

Brief Description of the Drawings 

FIGURE IA is a functional block diagram disclosing an embodiment of the gaming 
for a hotel/casino involving off-site reservations, on-site registration, guest room 
access, guest account activity on-site, and guest check-out; 
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FIGURE 1 B is a functional block diagram disclosing another embodiment of the gaming 
system for a stand-alone casino involving off-site registration through third parties, on- 
site registration, entry for pre-registered players, departure, and remote card usage; 

FIGURE 2A is a schematic view showing a blackjack table with six player stations each 
having a keypad, and the card rack relative to the table; 

FIGURE 2B is an exploded side elevational view of the optical scanner relative to the 
card rack of FIGURE 2 A; 

FIGURE 2C is an overhead elevational view of optical scanners disposed at each of the 
six player stations, and another optical scanner in the dealer station; 

FIGURE 3 is a schematic representation of the system of FIGURE I A, showing general 
interconnections between the hotel/resort computer, the casino computer, and 
individual computers for each separate casino function; 

FIGURE 4 is a discloses a key-card, having an electronic room key disposed on along 
one edge, and a credit medium disposed along the opposing edge; 

FIGURE 5 discloses a simplified block diagram of the gaming system and the 
cooperative engagement between the credit medium and the player station through the 
casino computer; 

FIGURE 6A through 6G are seven pages of a flowchart showing an logic sequence for a 
blacklack game that is applicable to the off-site gaming system of the present invenuon; 
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FIGURE 7A through 7D shows a simplified logic diagram for playing a roulette game 
that is applicable to the off-site gaming system of the present invention; 

FIGURE 8A is an exploded detail view of a first preferred embodiment of an interactive 
monitor and credit medium reader in the player station for playing blackjack; 

FIGURE 8B is an exploded detail view of a second preferred embodiment of a 
simplified interactive monitor and credit medium reader in the player station for playing 
blackjack; 

FIGURE 9A is an exploded detail view of an interactive monitor and credit medium 
reader in the player station for playing roulette; 

FIGURE 9B is an exploded detail view of an interactive monitor and credit medium 
reader in the player station for playing craps; 

FIGURE 10 is a preferred embodiment shown in FIGURES 4 and 5 disclosing the 
functional block diagram and interrelationship of the various elements of the gaming 
system; 

FIGURE 1 1 is a preferred embodiment of a schematic flowchart disclosing the program 
,ogic for enabling the guest to use the security apparatus as a guest room key to gain 
access to his room; 

FIGURE 12 is a preferred embodiment of a functional block diagram of a guest room 
key security system for use with the security apparatus of FIGURE 4; 

FIGURE 1 3 is a preferred embodiment of a logic diagram for on-site play of craps in a 
gambling casino relating to the present invention; 
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FIGURE 14 is 3 preferred embodiment of a logic diagram for an off-site player playing 
craps, the off-site player selecting an on-site player and wagering on the outcome of me 
on-site player in the gaming unit (Indirect play); 

FIGURE 1 5 is a preferred embodiment of a logic diagram for an off-site player playing 
blackiack and wagering on the outcome of an on-site player in the gaming unit (indirect 

play); 

FIGURE 16 is a depiction of an off-site terminal and player station for the casino 
gambling system of the present invention; 

FIGURE 1 7 A is a block diagram of the casino gambling system of the present invention; 

FIGURE 1 7B is a hardware schematic of the main facility network including the off-site 
casino gambling system of FIGURE 1 7A; 

FIGURE 17C is a hardware schematic of a typical gaming system for the play of 
blackjack for the casino gambling system of FIGURE 1 7B; 

FIGURE 17D is a hardware schematic of a local off-site play network for the casino 
gambling system of FIGURE 1 7B; 

FIGURE 1 7E is a block diagram of remote off-site play network accessed through leased 
lines or satellite communications for the casino gambling system of FIGURE 1 7B;; 

FIGURE 1 8 shows the first screen of an off-site play system of the present invention for 
blackiack play with data streams of information for the past four hands; and 
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FIGURE 1 9 shows the second screen of an off-site play system of FIGURE 1 8, as an exploded 
of the selected table with data streams of player information for the past five hands; and 



view 



FIGURE 20 is a preferred embodiment of a logic diagram for an off-site player playing 
roulette, the off-site player selecting an on-site player and wagering on the outcome of the on- 
site player in the gaming unit (indirect play). 



Detailed Description of the Invention of the Preferred Embodiments 

FIGURE 1A discloses a hotel central computer system and a casino computer system for use 
with a plurality of blackjack tables, roulette tables, and slot machines. The system Is for use in 
resort hotels and in casinos for on-site play, local off-site play, and remote off-site play. The 
system can be useful in all amenities associated with large resort hotels, including casino 
gambling (machines and tables), sports betting, room service, all hotel telephones, restaurants, 
lounges, entertainment and shows, arcade games, hotel shops, tour packages, and the like. 

FIGURE IB discloses a similar system for use in a casino that is not associated with a hotel or 
resort (a stand-alone casino). A functional block diagram is shown, including off-site registration 
by third parties, on-site registration, entry for pre-registered players, departure, and remote 
card usage. In a stand-alone casino, players are encouraged to register off-site in cooperauon 
with third parties, such as travel agents, airlines, car rentals, hotel chains, and the like. The 
third party confirms player identification and issues the player a credit medium 20 off-site. The 
credit medium 20 enables the player to enter the casino. Entry into the casino is denied ,f 
there is any question concerning the validity of the credit medium 20. All persons without a 
credit medium 20 and all persons with invalid off-site registration must complete registration 
on-site. The registration for a player in a hotel or resort casino that is not staying on-site is 
similar to registration for a stand-alone casino registration. The player can either register off- 
site through a pre-authorized third party or on-site. 
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FIGURE 3 discloses a preferred embodiment of the overall system, which includes a 
hotel/resort mainframe computer of any suitable type, such as an IBM 360 or similar 
computer as required for the operation of the facility and related networks (200). A simnar 
computer and data storage system monitors the casino gaming operations (201). An SNA 
Gateway or similar servers interconnects the mainframe computer to the facility Intranet 
system- and separate servers as IBM AS400 or other units of sufficient capacity such as 
current 300 MHZ or better IBM compatible Pentium HJ type servers as required for the 
operation of the respective Internet, Intranet, facility operations and security, financial, and 
gaming functions (see also FIGURE 17). 

The hotel mainframe, through a SNA Gateway or similar server within which all data for 
the operation of the facility, guest registration and credit information is stored »s 
interconnected to the Intranet. The hotel operations Local Area Network which controls 
facility operations, security and registration services is interconnected to the Intranet. The 
registration server is interconnected to a current 300 MHZ or better IBM compatible 
Pentium EJ or similar Internet gateway server through which guest or player reservations 
are received from remote locations and all guest or player credit information is confirmed. 
The financial server is interconnected directly to the Intranet and monitors guest and player 
purchases, gaming wins, losses, and payouts and enables the purchase of additional credtt 
value to a player's account to the approved limited as requested by the player. 

Typically, one gaming bank server 62 is assigned to each type of activity (blackjack, 
slots, arcade games, etc.). There may be any number of servers, but preferably there 
is one server for each casino game (blackjack, craps, KENO, roulette, slots, etc.). Also, 
interactively engaged with the hotel/resort mainframe computer may be a guest 
purchases interface 150, and guest room key/security interface 110, as here.n 
described. 
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While the system is applicable to essentially any game of chance (KENO, craps, 
roulette, poker, solitaire, bridge, hearts, and the like), the game of blackjack will be 
used for purposes of illustration only. FIGURES 6A, 6B, 6C, 6D, 6E, 6F, 6G, 6H, 
and 6] in combination disclose a logic flowchart of a preferred embodiment of the 
system using a credit medium and the optical scanner 30 positioned relative to the 
card rack 28, but also includes a credit medium reader 50 for use with a credit medium 
52 for each individual player for playing blackjack. As used herein, blackjack is 
considered a game of chance and skill, since the decisions that the player must make 
during hand require a knowledge of probability. In contrast, roulette is considered a 
game of pure chance, since no special knowledge is needed to play. There is nothing 
unique about these logic flowcharts, as one skilled in the art can design alternative logic 
paths. 

FIGURES 6A and 6B generally disclose the clearance procedure for enabling players to 
enter the game by inserting their credit medium 52 and place wagers; FIGURES 6C and 
6D generally disclose the logic surrounding buying insurance, and determining whether 
or not the dealer and the individual players have a blackjack; FIGURES 6E, 6F, and 6G 
generally disclose the logic involving player decisions (hitdng, staying, doubling down, 
and splitting pairs) when neither the player nor the dealer have a blackjack; and 
FIGURES 6H and 6] generally being the logic involving completing the dealer's hand (if 
necessary), and determining winners and losers for all players not having blackjack, and 
adjusting the player's running balance accordingly. 

Prior to play, each player inserts his personal credit medium 52 into the credit medium 
reader 50 associated with the player station 24. The credit medium has an initial credit 
balance. Each player station 24 preferably includes interactive selecting means to 
enable the player to enter a wager on the game outcome. After each player has 
selected his wager, the playing cards 26 are dealt. The computer tabulates each 
players' credit balance as associated with that player station 24 and that credit medium 
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52 During play of the game, the computer is able to track which player Is active by 
monitoring the engagement by each player of his or her "stick" button, since each time 
a stick button is engaged, the next hand moves into the active position until the last 
hand is played, at which time, the dealer becomes the active hand, and draws if the 
holding is less than seventeen. 

Each player in blackjack uses a credit medium 20 with which he acquires upon hotel 
registration, off-site registration through third parties, or on-site registration within the 
casino. He has access to a playing station 24 (data processing terminal) during the play 
at the blackjack table via the credit medium 20 and a card reader 12 disposed at the 
player station 24. At the beginning of each game, each player digitally selects the 
amount of his wager by use of an interactive keyboard on an interactive monitor. Once 
play begins, the credit medium 20 is locked in. At the end of each game the player is 
credited or debited with the amount of the wager. 

FIGURES 2A and 2C disclose the advanced gaming system for use at a blackjack table 
22 The blackjack table 22 preferably includes six player stations 24, as is conventional 
for blackjack play, but as herein described can be readily expanded to include seven, 
eight or nine stations. Each station is associated with an individual player. 

The playing cards 26 are randomly distributed relative to each other either by the 
dealer or in an automatic shuffling machine (not shown). When the cards are shuffled 
manually, usually four to six decks are used, and the cards are shuffled and positioned 
within a card rack 28, and individually dealt in sequence by the dealer. When an 
automatic shuffling machine is used, the playing cards 26 are gathered at the end of 
each hand and placed in one end of the machine, and playing cards 26 are withdrawn 
from the other end of the machine and distributed to the individual players and the 
dealer in sequence. 
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The sensor 30 reads the specific values of the playing cards 26 as they are dealt to the 
individual players and the dealer, as shown in FIGURE 2B. Preferably, the sensor 30 is 
a high speed optical scanner that is positioned in the card rack, and is an Agfa 
SelectScan Plus CCD Color Scanner. Alternatively, a sensor 30' may be positioned in 
the blackjack table 22 relative to each player station 24 and the dealer station 25, and 
the playing cards 26 are dealt face down, and read by each sensor 30'. 

The specific values of the playing cards 26 as read by the optical scanner 30 and 
processed by a computer processor 1 1 for processing information relative to the 
specific values of the playing cards 26 read by the scanner 30. The rules of play for 
blackjack have already been programmed into the computer processor 1 1, along w.th 
the house rules. The computer 1 1 determines which of the individual players has won, 
lost, or tied, once play of the game has been completed. 

Each player station 24 includes means for enabling each player to enter a wager amount 
relative to the blackjack game. The wager amount is confirmed prior to the play of the 
game, not being greater than the available credit balance. The computer processor 1 i 
tabulates the resulting credit balance after the game has been completed. For example, 
if the player has a current running balance of $120, and wagers $20 and wins, the 
computer 1 1 adds the wager to the running credit balance at the end of the hand. 
Each player station 24 may also include means for entering decisions, a keypad 45, 
made by the player relative to the play of the game. 

The computer 1 1 determines the game outcome based upon the information relative to 
the specific values of the gaming materials pertaining to the information as applicable to 
the definitive rules for play. When the gaming materials are playing cards, and the 
game is blackjack, there is no play of the playing cards 26, but rather the game 
outcome is simply determined by comparing each hand held by each individual player 
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as against the cards dealt to the dealer. If the player splits pairs, there may be more 
than one hand for a player on any particular deal. Similarly, for poker there is no play 
of the cards, but rather the play involves wagering and determining when to stay and 
when to fold, so that the winner can be determined by comparing the playing cards 26 
held by the individual player. When wild cards are used, the computer must be advised 
of which cards are wild prior to each hand. For craps, the winners and losers are 
determined simply by a roll of the dice, so that the dice comprise the gaming materials, 
and the value of the dice rolled is determined by using a sensing device, such as an 
optical scanner to read the bottom surface of each die to determine the specific value of 
the top surface, since the bottom and top surface will always add to seven ( 1 -6, 2-5, 3- 



4). 



The length of time that a credit medium 52 is engaged at each blackjack game can be 
readily determined. The time counter begins when the credit medium 52 is inserted, 
and the time counter stops when the credit medium 52 is withdrawn from play, when 
the individual player does not make a wager. 

At the beginning of each hand, dealer ID is checked and a current running balance is 
entered into the computer if there is a change of dealers. Winnings and losses for 
individual players are also added to the dealer's running balance each hand, so that the 
casino can monitor how each dealer is doing, as a means of further checking for any 
irregularities during the play of the game. 

To tabulate the net gain and losses of each player at each sitting, again refer to 
FIGURES 6A through 6], where the player enters the game with an initial credit 
balance, either purchased from a credit charge station, or applied to the credit medium 
when the player registers at the hotel casino. At the end of each hand each player's 
running balance Is adjusted according to the results of each game. When the player 
withdraws the credit medium, the initial credit balance is replaced by the current 

17 



SUBSTITUTE SHEET (RULE 26) 

BNSDOCID <WO 9919027A2JA> 



PCT/US98/21579 

WO 99/19027 



running balance. 

Player usage of promotional advances may be accurately monitored by comparing the 
amount of the promotional advance as against the individual player's running balance 
which is updated at the beginning of each hand. 

FIGURES 6F and 6G disclose one method to determine a skill level for an individual 
player during play of the blackjack game. At the end of each hand, the computer 
determines what the percentage of winning is had the player pursued the best line of 
play. The computer checks the play history for the hand to determine whether the best 
line of play was used. If so, the running total of the player skill level is equal to the 
running total of the best line of play and the player is batting 1.000. However, in 
those instances where the player does not use the best line of play, the probability of 
winning using the strategy that the player actually employed is compared to the 
probability of winning using the best line of play. Whether the player won or lost using 
his strategy is completely discounted. 

The best line of play logic is also the mechanism for determining any irregular player 
wagering patterns, to determine if the player is perhaps using a system or counting 
cards. Each time that a player diverts from the best line of play, the player strategy is 
saved in the player history file for later off-line analysis. 

Net winnings and loses of the player at each game within the casino are determined by 
saving in a player history file the initial balance and the closing balance at each casino 
game. Player history files are maintained in the computer for all casino games, including 
slot machines. 

FIGURES 7A, 7B, 7C, and 7D disclose a logic flowchart for playing roulette play using 
the preferred' embodiment of the system. The system employs both the credit 
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medium with reader to enable a cashless and chipless system, and sensing means, to 
determine the game outcome. The logic path shown in FIGURES 7A and 7B is 
generally the clearance procedure for enabling players to enter the game by inserting 
their credit medium and place wagers, and FIGURE 7C and 7D contains the logic for 
spinning the roulette wheel, examining all bets to determine winners and losers, and 
adjusting all credit balances accordingly. FIGURES 7A and 7B are remarkably similar 
to FIGURES 6A and 6B, as the clearance procedure for a card game of chance and skill 
(blackjack) is essentially the same as the clearance procedure for a game not involving 
playing cards of pure chance (roulette) as hereinafter described. 

There are a number of ways to determine the outcome by sensing means in a game of 
roulette. A simple mechanical switch is used (normally open). When the roulette 
wheel stops and the ball stops and is clearly positioned relative to the winning number, 
the weight of the ball will close the switch, and the computer monitors each of the 
thirty-eight positions until the closed switch is found. 

U.S. Patent No. 5,431,309 (Keliey) discloses a card shuffling and dealing apparatus, 
the apparatus being designed for use in duplicate bridge, where numerous teams of 
players compete to achieve the highest score with identical hands of playing cards. 
Card shuffling machines have found increasing acceptance in casino blackjack play, 
where such machines minimize the amount of "downtime" between racks of cards, 
when the dealer must thoroughly shuffle four to six decks of playing cards. While the 
machine of the '309 Patent is designed for bridge, one can readily modify this design 
for blackjack play, whereas the machine not only thoroughly shuffles, but also then after 
distributes the cards. When combined with a credit medium and sensing means, such a 
shuffling/dealing apparatus may be used whereby this system replaces a person shuffling 
cards, dealing cards, separating winners from losers, making change, collecting chips 
from losers and paying winners. 
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U.S. Patent No. 5,067,713 (Soules et ai.) discloses a card shuffling apparatus using a 
special deck of coded playing cards, as for example a bar code, and included electro- 
optic reading means to identify the cards as dealt. While this device is also primarily 
designed for contract bridge play, one skilled in the art can readily redesign the shuffling 
and card reading apparatus as another alternative for shuffling and reading playing cards 
relative to the subject invention. 

The system includes a plurality of the player stations 25 disposed relative to a gaming 
table, and each player station 24 is available for play by a player. Initially, the playing 
cards are shuffled thoroughly, either by the dealer or by an automatic shuffling machine. 
Each player, preferably, has a player station 24 available for play near him secured to 
the playing table, and a personal credit medium 20 which is engageable with the player 
station 24. Each player then inserts his credit medium 20 into the player station card 
reader 12, each player station 24 being engageable with the gaming table. Each credit 
medium 20 has an available credit balance stored therewithin prior to play to use the 
credit medium 20 (see FIGURE 5). 

FIGURE 8A discloses an exploded detail view of a first preferred embodiment of an 
elaborate interactive monitor and credit medium reader for playing blackjack. Each 
player station 24 Includes interactive selecting means 14 for making a wager on the 
game outcome (a keyboard). The wager amount is confirmed prior to the play of the 
game, not being greater than the available credit balance. After each player has 
selected his wager the playing cards are dealt. Each credit balance is continually 
tabulated within a casino computer system for that player station 24 and that credit 
medium 20, respectively. FIGURE 8B discloses an exploded detail view of a simplified 
interactive monitor and credit medium reader for playing blackjack. 
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FIGURE 9A is an exploded detail view of an interactive monitor and credit medium 
reader for playing roulette, and FIGURE 9B is an exploded detail view of an interactive 
monitor and credit medium reader for playing craps. U.S. Patent 4,339,798 discloses 
interactive player stations designs for use for playing craps and KENO. 

Preferably, the available credit balance is not replaced on the credit medium 20 until 
the player decides to withdraw the credit medium 20 from the player station 24. A 
tabulation of a plurality of game results associated with the player at the gaming table is 
then inserted on the credit medium 20 replacing the previous available credit balance. 

Generally in blackjack, once the game outcome has been decided the wager amount is 
added to or subtracted from the previous available credit balance. However, if the 
house takes a percentage from the top as is common in many casinos operated on 
Indian reservations, the calculation of the second cash value may be more complex. 

It will be appreciated that for larger hotel complexes, additional casino computers 1 3 
may be necessary to accommodate more players. The hotel central computer system 
1 1 will also be interactively engaged to room service, security, reservations, registration, 
checkout, or additional servers similar to the casino computer system 13 may be used 
for each function. 

The hotel central computer system 1 1 is also interactively engaged with phones, 
restaurants, and shops, which can also be direct connections or through IBM PC's. The 
casino computer system 13 is interactively engaged with cashier stations 145 each 
including a cashier terminal, which enable a player to increase or decrease the value of 
the available credit balance on the credit medium 20. 

Activities at tables, slot machines, arcade games, in addition to sports betting and race 
betting which require repeated responses are preferably routed through the casino 
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computer system 13 (see for example U.S. Patent 5,371,345). In the preferred 
embodiment as shown in FIGURES 1 A and 3, the information from the individual units 
(cashier stations 1 45, gaming bank server 62, and maintenance management security 
unit 1 40, is transmitted to the casino computer 13). The casino computer 1 3 and the 
hotel computer 1 1 thereafter exchange information which is transmitted back to the 
individual units through the casino computer 1 3. In another embodiment (not shown) 
the hotel computer 1 1 receives the information througn the casino computer 13, but 
then feeds back information directly to the individual units. 

Each guest is issued a unique house card key, which not only is useful for obtaining entry 
into the hotel guest room, but for eating, and other entertainment activities on the hotel 
premises. Each key has a PIN and individual available credit balance. Some guests may 
prefer to have no available credit balance, in which case the house card key is only used 
to gain access into the room. However, the guest may later decide to purchase credit 
for use on the hotel complex, which may be accomplished through card recharging 
machines located throughout the hotel. 

While a personal identification number (PIN) can be used a s a personal identifier, this 
method is not particularly secure, since another may learn the PIN while eavesdropping 
during PIN entry. 

A biometric identifier is a stable physical property which is easily measured and 
characterized for subsequent use. The credit medium will include the biometric 
identifier, which is preferably a thumb print, that is inserted onto the card during 
acquisition. Subsequently, when the card is inserted into the card reader for play, the 
player will place a thumb print onto the interactive monitor. The credit medium is 
validated by comparing the encrypted thumb print to the thumb print of the user of the 
credit medium. Such an identification system can be used in other sites on the premises 
of the complex whenever the credit medium is used. 
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Another option is to enable to use a thumb print or other biometric identifier as the 
credit medium. The player simply provides the hotel with a thumb print upon 
registration, whereby a room is assigned. To enter the room, the guest provides a 
thumb print onto a screen, which is then matched by the computer with the thumb 
print of the guest who has access to the room. To play in the casino, the player submits 
a thumb print onto the keypad and the system matches the thumb print with the 
particular guest and the available credit balance. To add value to the guest account, 
value is withdrawn from a credit card, or debit card, or cash or check, and such value is 
added to the guest's available credit balance. To access the available credit balance in 
areas other than the casino (restaurants, lounges, boutiques, etc.), the guest supplies the 
vendor with a thumb print which is matched to the guest and guest account in the main 
computer and the available credit balance is adjusted accordingly. 

Other forms of biometric identifiers include fingerprints, handwritten signatures, finger 
length, hand geometry, retina or iris scan, facial thermography, facial imaging, and wrist 
vein patterns. As these technologies become further developed, many will be 
preferably to thumb prints, since patrons are sometimes hesitant to thumb prints or 
other hand identifiers since it suggests law enforcement involvement. A handpunch that 
is commercially available from Pitrone at Associates of Hatboro, Pennsylvania is another 
identifier that may be used. The system provides positive identification when the user 
inserts his hand into the confirmation device. Another system Involves a face print and 
is currently being used by governmental facilities to control access. The system works 
like a fingerprint and takes an infrared picture of a person's face including the blood 
vessels. The various temperatures of the facial region have differing temperatures as 
where the blood vessels are. Authentication begins by matching general facial features 
and then proceeds to the finer data points. 
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FIGURE 4 discloses the preferred embodiment of the data containing apparatus 2 1 , 
having a credit medium 20 disposed at one end, and an electronic guest room key 1 6 
disposed at the opposing end thereof. The credit medium 20 includes a microprocessor 
22 interactively engaged by data lines 24 to a number of non-volatile random access 
semiconductor memories 26 (see for example U.S. Patent No. 5,179,517). 
Microprocessor 22 is interactively engaged with an interface circuit 28 by a group of 
data and control lines 30. Communications to external devices is facilitated by a group 
of contacts 32 interactively engaged with the interface circuit 28. Preferably, these 
contacts 32 conform to an industry standard, such as 1SO/DIS 78161/1 and 
78161/2, and include contacts for chip select signals, clock input signals, a data input 
signal, a data output signal, a power supply input, a status input signal, a ground line, 
and a memory type signal. 

The circuit elements 22, 26, and 28 can in effect function as a small computer system 
by, for example, accepting data and control signals from external devices connected to 
contacts 32, using the microprocessor 22 to process the data, reading and writing data 
into memory 26, and transmitting data and control signals via the interface circuit 28 
to the external devices. 

The circuit elements 22, 26, and 28 are mounted on a bottom sheet and covered or 
sealed within the credit medium 20 by a cover sheet, with a portion abutting the 
contacts 32 left open to provide access to the contacts 32. 

Although the embodiment of the credit medium 20 has been described in terms of an 
1C card, other configurations or structures that provide a data memory along with a 
data processing capability can also be used (see also U.S. Patent Nos. 4,725,924; 
4,727,726; 4,733,061; and 4,764,666). 
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Use of the credit medium 20 with a player station 24 may be facilitated by an interface 
unit 40 secured within the housing of the player station 24. The interface unit 40 is 
secured to the player station 24. A read/write unit 42 receives the credit medium 20 
via a slot configured in the housing of the player station 24. The read/write unit 42 
includes contacts corresponding to the contacts of the credit medium 20 along with 
conventional signal interface and buffering circuitry (see FIGURE 10). Also, included 
in the interface unit 40 is a gaming unit processor 46 interactively engaged with the 
read/write unit 42 by data and control lines represented by line 48 and a random 
access memory 50 along with a read only memory 52 that contain the control 
instructions for the gaming unit processor 46. A clock-calendar circuit 53 is also 
interactively engaged with the gaming unit processor 46. 

After the credit medium 20 is initiated, it is ready for use with the player stations 25. 
The player will insert the credit medium 20 into slot 1 2 of the read/write circuit 42 of 
the interface unit 40 as shown in FIGURE 10. The read/write circuit 42 is under the 
control of the processor 46 and causes the circuit to transmit to the credit medium 
processor 22 on the credit medium 20 the appropriate instructions so that the 
identifying date is transmitted to the processor 46. The credit medium processor 22 
can encrypt using one of the NBS encryption standards the data being transmitted to 
the gaming unit processor 46, and the gaming unit processor 46 can in turn use a 
matching algorithm to encrypt the data. 

Once the credit medium 20 has established communication with the interface unit 40 
and been identified as a player type card, the interface unit 40 will make available to 
the player station 24 the available credit balance information. The information is 
transmitted via the machine interface 56 through a data bus 64 to the gaming bank 
server 62. To enable comprehensive player tracking information, as the player operates 
the player station 24, data representing game play is transmitted to the interface unit to 
memory in the credit medium 20. 
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Since a preferred embodiment of the invention is described within the context of a 
microprocessor-based blackjack table, the interface unit 40 also includes a machine 
element interface circuit 56 interactively engaged with the gaming unit processor 46 by 
data and control lines, ."he player station 24 is interactively engaged with the interface 
unit 40 to a gaming bank server microprocessor 62. The gaming bank server 
microprocessor 62 monitors the play of the game. The player station 24 also has a 
number of discrete signal sources that represent the status of the game for an individual 
player. Representing examples of status signals of the gaming table are player enters 
play, player enters bet, player buys insurance, player doubles down, player has 
blackjack, player wins, player ties dealer, dealer wins, player resets wager, and player 
ends play. The status signal sources are interactively engaged with the machine element 
interface 54 by a series of lines. The machine element interface 54 is interactively 
engaged with the gaming unit processor 46. 

The interface unit 40 also includes a display 80 which is interactively engaged with the 
gaming unit processor 46 by a conventional set of data address and control lines 
represented by line 80. 

Also, as shown in FIGURE 10, the data transfer system utilizes the gaming unit 
processor system 62 to perform general casino accounting functions which are 
transferred to the gaming bank server. The interface circuit 28 (see FIGURE 4) 
includes contacts for the transfer of data through a read/write circuit 42. in instances 
where a large number of like gaming tables or machines are being administered by a 
gaming bank server, the gaming bank server or servers being interactively engaged with 
the individual gaming processors through respective machine processor interfaces 56 
and accompanying data bus 64. Preferably, centralized control of the gaming data and 
transactions is maintained. Accordingly, a data communication network, such as a local 
area network, is used to interactively engage the gaming processors to the gaming bank 
servers. A second local area network preferably interactively engages the gaming bank 
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servers with the casino computer 13. 

The credit medium 20 may be similar to a card bought at a public library for paying for 
copies or computer listings. The credit medium 20 such as a debit card, or a house 
card contains an available credit balance for play by the player throughout the casino. 
The credit medium may also be a smart card, whereby the available credit balance and 
other information relative to the card-owner is stored on the card. Duplicate 
information may also be stored within the computer system. 

Preferably, all stations that accept the credit mediums 20 are interactively engaged with 
the casino computer system 13. The casino computer system 1 3 has a file for all active 
players which includes personal identification numbers (PIN's), room numbers (if 
appropriate) and the available credit balance for each such player. For security reasons, 
it is preferred that the PIN is not stored on the card, but rather only in the main 
computer. When the card is inserted for play, the computer performs a number of 
security checks. The player enters a PIN which is verified against the PIN in the 
computer. Then the system confirms that the available credit balance on the card 
matches the available credit balance associated with the PIN and player stored in the 
computer. Finally, if the card Is also a room key 16, it confirms that the room number 
is the same as the room number for that particular player. 

Each player station 24 may also include means 16 for entering decisions made by the 
first player relative to the play of the game (draw, stick, double-down, or split pairs). 
This information may be entered by way of a digital keyboard, a touch-sensitive 
interactive television monitor, an interactive voice recognition system, or a mouse in 
combination with a computer-type monitor. 

The credit medium 20, preferably, includes personal identification number, enabling 
player identification prior to use of the credit medium 20. Other personal identification 
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means may include a fingerprint, a password, or a security code disposed within the 
credit medium 20, enabling player identification prior to enabling use of the credit 
medium 20. 

Preferably, the credit medium 20 is the hotel guest key for the player, who is also a 
guest at the hotel associated with the casino. The available credit balance can be 
selected by the guest when he registers at the hotel, and paid for at the time of 
registration by check, credit card, debit card, or cash. In addition to using the credit 
medium 20 at the casino, the credit medium 20 may also be used in slot machines and 
gaming tables situated throughout the hotel, as well as restaurants, newsstands, gift 
shops, boutiques, and the like associated with the hotel. 

The system is for use in casinos having large numbers of gaming tables. Some of the 
tables may be conventional, using chips and cash to accommodate players who prefer to 
gamble in a conventional manner. Some other tables will be like those described in the 
present invention, where the playing stations are compatible with house cards. The 
credit medium 20 is a hotel key for use of players staying in the hotel, and either debit 
cards or house cards for players not staying in the hotel. Still other gaming tables will 
enable players to use portable stations that are compatible with the table. The stations 
may either have electrical connections with the gaming tables or they may be wireless. 

It is appreciated that player monitoring by the casino computer system 1 3 can only be 
accomplished at tables and machines where the credit medium 20 is used by the player. 
Accordingly, the hotel and the casino will encourage use of the credit medium 20 by 
providing the player with promotional and play incentives to encourage players to try 
the system. It is believed that with the improved and faster play that the players will 
soon be comfortable with the system, and reverting to conventional play will be dull. 



28 



SUBSTITUTE SHEET (RULE 26) 



WO 99/19027 



PCT/US98/21579 



The player station 24 may be built into and integral with the gaming table, or the 
station may be portable and compatible with the gaming table. A portable station may 
even be wireless. The portable gaming stations will have all of the features of the 
gaming station that is integral with the gaming table. 

The portable player station may also be initially engaged with a mechanical key, or the 
like, which is charged when the patron registers at the front desk with an available credit 
value, or the portable player stations can be borrowed and charged by employees of the 
casino, either for adding cash value to the station or for players who are not staying in 
the hotel associated with the casino. 

Once the player has finished playing in the casino, he simply returns his credit medium 

20 to a cashier or a desk clerk at check-out, wherein the available credit balance on the 
credit medium 20 is transferred directly to the player's debit card, or to a personal 
checking or savings account. 

One embodiment of the invention involves a guest room key 16 on the same card as 
the credit medium 20 (see for example U.S. Patent No. 4,677,284) . FIGURE 1 1 
discloses a preferred embodiment of a schematic flowchart disclosing the program logic 
for enabling the guest to use the guest room key 16 of the data containing apparatus 

21 to gain access to his room. FIGURE 12 discloses a preferred embodiment of a 
functional block diagram of a guest room key 16, the operating codes of which are 
disposed on the data containing apparatus 21 opposite the credit medium 20. 

An electronic key card has a set of data encoded on one end thereof. The lock includes 
a multi-level memory 122 with each level identified by an identification code. A 
combination code is stored at each memory level in memory. The set of data encoded 
on the key card comprises an identification code and a combination code. The data 
encoded on the guest room key 16 is read into the lock by a card reader 124. The 
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lock 120 may perform a number of predefined functions, such as opening the lock, 
changing the codes in multi-memory, or erasing the codes in muiti-memory. The 
predefined functions are stored in a function table 1 26 with each predefined function 
identified by a function code, which are also stored in the function table 1 26. 

The lock includes a comparator 128 for comparing the inputs to each other. Power to 
the lock 120 Is provided by a power source. The lock 120 includes an installation 
code memory 1 32 for storing an installation code. The installation code must be 
matched before a function may be performed. The control unit 136 controls the 
activity of all the electronic components of the lock 1 20 as described above, and is 
interactively engaged directly with the hotel/resort central computer 1 1 . 

The security system operation begins when the guest inserts the user key into the lock 
card-reader and the card reader reads the identification code. The control unit signals 
compare the key identification code to the code in the lock memory. If the 
identification codes do not match, the lock removes the power from the lock, except 
that necessary to maintain the data in memory. This sequence of events is termed 
"power down". After the lock performs the "power down" sequence, the operation of 
the security system is completed. 

If the identification code on the end of the user key does match the lock identification 
code, control unit 27 signals a multi-level memory 36 to transmit the combination code 
at the memory level identified by the combination code from the key to the 
comparator. Control unit 27 further signals card reader 18 to transmit this 
combination code to the comparator. The combination codes from the key and the 
lock are compared. If the two combination codes match, control unit 25 signals lock 
mechanism 33 to open. After signaling the lock mechanism, the control unit performs 
the power down sequence, completing the operation of the system. 
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In order to maintain the integrity of the system, the hotel/resort central computer 
interface is separate from the casino functions, so as to prevent hotel staff from gaining 
access to tracking casino gambling data for hotel guests on a routine basis. The only 
information that the front desk needs to know about casino guest data is available credit 
balance for the guest for purposes of check-out. In the event that the guest questions 
casino credit balance information during check-out, the guest can request such 
information directly from the system during check-out, perhaps by using his PIN, and 
the itemized statement can be reviewed with management on duty. 

Another application for the system of the present invention includes cruise liners. The 
system is also useful in any hotel to improve security involving on-site charging to a 
room. In addition, the system may be used in any other controlled environment 
involving continual activity, or extraordinary expenses. 

The off-site playing system of the present invention includes a live gaming site, a gaming 
processor, an off-site terminal, and a credit medium for use at the off-site terminal. 

The gaming site includes a plurality of playing tables disposed within the casino. For 
blackjack, each table comprises a dealer and a plurality of players. For craps, each table 
includes a plurality of playing positions about the craps table, a casino game manager, 
and a roller. 

The gaming processor has direct access to information from the gaming site relative to 
the specific values of gaming materials (cards, dice, roulette ball and wheel, etc.) 
relative to a gaming unit and historical information relative to the outcome and values 
of the gaming materials per each gaming unit; 
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The credit medium is assigned to the patron from the resort, hotel, or casino complex 
and includes a playing value that can be accessed by the processor relative to the off-site 
play. The key-card uses a biometric identifier, such as a fingerprint, which insures that 
the player making the wager is the player to whom the card is issued. The biometric 
identifier prevents any unauthorized use and enables the card holder to use the card 
anywhere within the complex. Hence, the key card is of no value to third parties and is 
completely secure from theft or being lost. 

The player terminal is located remote from the gaming site. The terminal has access to 
information in the gaming processor relative to historical and statistical information 
regarding previous gaming units. The remote playing terminal includes a card reader 
whereby playing value can be accessed relative to the credit medium. The playing 
terminal enables additional wagers to be placed from an off-site location regarding 
individual playing positions or players at the on-site game. 

The off-site playing system of the present invention is simple to operate for player 
access, while enabling advanced statistical and historical data and analysis systems for the 
more sophisticated computer user. The off-site terminal will enable the off-site player 
to participate in a way that is no more complex than play for the on-site player. The 
off-site player will initiate play by selecting an off-site terminal. The off-she player then 
inserts his credit medium into a card reader that is integral with the off-site terminal. 
While the use of an interactive monitor with a touch sensitive screen is used by the off- 
site player, player decisions can also be entered through speech which is a more natural 
way of communicating. Speech recognition systems are currentiy available to 
communicate information, and can serve as a biometric identifier through voice 
patterns. 

Once confirmation for off-site play is made, the off-site player can selects a game, such 
blackjack (single deck, 2-deck, 4-deck, 6-deck), craps, roulette, KENO, slots. Once a 
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game is selected, the off-site player is presented with a series of table selection criteria. 
For example, in blackjack, the selections include: 

• Identify the coldest dealer. 

• Identify the hottest dealer. 

• Identify the coldest table. 

• Identify the hottest table. 

• Identify the dealer with the most cold streaks. 

• Identify the dealer with the fewest hot streaks. 

• Identify the oldest male dealer. 

• Identify the oldest female dealer. 

• Identify the youngest male dealer. 

• Identify the youngest female dealer. 

Once the off-site player has located a table, the monitor displays the next screen which 
is the view from the overhead camera, enabling the player to monitor live play, while 
not enabling the off-site player to identify any individual player in order to select on-site 
player privacy. Numerical histories appear on the screen overlaying the image of the 
dealer which show the five most recent hands (bust - 20 - 17- bust - 20). There is an 
overlay of the five most recent hands (W-W-W-T-L) for each player position which is 
continually updated. The off-site player will know immediately the game outcome by 
watching the live play on the screen. 

The off-site terminals can also be used by the casino to monitor play at each table to 
check for irregularities. Also, the off-site terminals may be used outside of the complex. 

Speech recognition is particularly attractive for off-site play since noise levels are much 
easier to control. Speech recognition is also applicable for on-site play, as the dealer 
can wear a speech transmitter/microphone on his shirt, each play may be similarly 
wired, or the speakers can be inserted into the table. Sophisticated speech recognition 
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systems are currently available from Microsoft under the trademark "Whisper." 

Speech recognition is also particularly important to monitor play, since it is a means to 
reduce the hardware costs of the system, and enables conventional tables to be used 
with only slight modification. The only hardware is an optical scanner in the card rack, 
a card reader, a speaker for the dealer, and a simplified keypad comprising only a card 
reader with exit button, and button to enable bets to be changed, and display windows 
for current wager and credit balance. 

To enable the play of slot machines, there will be various player options. If the player 
wants direct play, he will participate in an electronic slot machine game directiy, and 
will have a variety of types of games to choose from. The player is also able to play 
slots indirectly by piggybacking onto another player playing in real time within the 
casino. The advantage of the indirect play is that the player will be able to collect 
historical and statistical information relative to each active game from a menu. Such 
questions include: 

• Identify the hottest slot (last 50 plays). 

• Identify the hottest slot (last 1 00 plays) . 

• Identify the hottest slot (last 200 plays). 

• Identify the coldest slot (last 50 plays). 

• Identify the coldest slot (last 1 00 plays). 

• Identify the coldest slot (last 200 plays) . 

FIGURE 1 3 shows a typical logic diagram for on-site play of craps in a gambling casino 
relating to the present invention, and FIGURE 1 4 shows a similar diagram for an off-site 
player playing craps, the off-site player selecting an on-site player to wager with. The 
off-site player may wager directly on the game outcome, and in such cases, the player 
station Is essentially identical to the on-site player station as shown in FIGURE 9B. 
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FIGURE 15 is a logic diagram for an off-site player playing blackjack and wagering on 
the outcome of an on-site player. 

The system enables an off-site player having a key-card or other credit medium to enjoy 
quality play at any game within the casino complex, at any time, and from any remote site 
connected to the system. The system of the present invention enables the off-site player to 
select any player in the casino and wager on the outcome of the on-site play from a remote 
location. In addition, in games such as craps and roulette, the off-site player has the option 
of wagering on the selected player or placing a direct wager on the outcome of the next 
gaming unit. The system of the present invention includes a live gaming site, a gaming 
processor, Intranet networks and Internet servers, off-site terminals, and a credit medium 
for use at the off-site terminals. 

FIGURE 16 is a depiction of an off-site terminal and player station for the casino 
gambling system of the present invention. The remote player station may also include a 
lap-top computer terminal for use in an off-site location through a hard-wired wall 
outlet, or through a telephone and the Internet. The lap-tops are distributed to the 
players upon registration or are disposed in certain preselected guest rooms. 

FIGURE 17A discloses the system comprising a mainframe computer and data storage for 
the hotel such as an IBM 360 or similar computer as required for the operation of the 
facility and related networks (200); a similar computer and data storage system for the 
casino gaming operations (201); an SNA Gateway or similar servers (203) which 
interconnect the mainframe computers to the facility Intranet system (202); and separate 
servers (204) as IBM AS400 or other units of sufficient capacity such as current 300 MHZ 
or better IBM compatible Pentium IIJ type servers as required for the operation of the 
respective Internet, Intranet, facility operations and security, financial, and gaming 

35 

SUBSTITUTE SHEET (RULE 26) 

BNSDOCID <WO 9919027A2JA> 



PCT/US98/21579 

WO 99/19027 



- qite eami ng locations accessed through a 
fictions. FIGURE HE disposes remote P» . ^ ^ 

Wide Area Network (WAN) server (205) w«h T1/T3 
communications (206) to the remote sites. 

Connected to the facility « <» * a SNA Gateway or similar server (203). 

A. The hotel mamframe (200), thro g registra tion and 

within which all data for the operation of the facihty, gu 

nations are received from remore locauons and an gue, 
^ on is co^nd ^ (o ^ „ ^ ^ 

C. The financtal server (204) m ^ ^ 

^ or player ' ^"^J I *e approved limned 

purehase of additional credu valne to a player s 

as requested by the guest or player (see FIGURE 17B). 

, a stored by a mainframe computer (201). sueh as an 
Gaming aedvities ^ — ^ ^ hotel „ <202) and SNA 

IBM 360. Data and remote play is no nlav is through a second SNA Gateway 

(~>(vx\ Control of casino play is uiruugi 
Gateway or similar server (203). Contro All game 

or si mi,ar server (203) to separate p. «- ^ — ^ _ 

.able PC computers (208) are current 300 MHZ ^ for ^ 
staUar computers and are h—* * — ^ £ gaming ^ PC <20S> 

game (209), such as blackjack, craps, KENO. readers (211), 

receiV es monitor and pla, instruction inputs « ^ fc game , fc ^ 

nm and other sensors (213) as rc 4 u ^ 

Television cameras (212) and identification confirmatmn 

keypad (214) and optional microphone (215), and 
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■ nm imeractive monitor screen (218).' keypad (219) and 
reader (216), credit control (217). interactive 

opdonal microphone (215). as shown in FIGURE 17C. 

' e PC TV terminals (220, are based on cnrren, 300 MHZ or better IBM 
Off-sue ^.^72. MmpuBrs with inKr acuve screen monitors, player 
compatibie Penttum HJ or smular P ^ ^ ^ 

itoifl : ^ TTmcml, 'm ^ -ted h, .est « and seated remote 
nucrophone (215) Afco, ^ ^ ^ ^ purchaMS from 

off-sUe locauons * a separate keypad ( ) ^ ^ 

— • — "^"r - T~LJL L connect to the faciUry 

r . « rr^: - — — — - - — 

17D). 

io th* internet and their own computers. Play to this 

n7^r—T— — — . — — 

service provider. 

, , ail off-site locations is conducted through an 

r: * - - — - - - - — by ^ 

^nagcmen, and instant adjustment of player credit baiance, 

a[t in of the J illd* tamer *a„ by *e W of 

presem invent be — d by ^ ^ ^ 

nTSS STi- - — . be — - 
spirit and scope of these claims. 
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CLAIMS 



1 . A gaming system network comprising: 

w a ,we gaming she where a live carino-^e game-of-chance Is *ayed, the game- 
Lading indlvfdua! gaming unfts each Having a game outcome, 

• « earning processor system which captures gaming Information in digital 
ZLTJTZZ a Cno-type game-of^ce, the gaming In— 
Eluding vaiues of gaming materiais and player decisions 

(c, means for capturing images of the live gaming site; 

w . pIura „cy of .nrranet ter^naU locate, ■ — - = - £ 
lntra „et — including a means ^-.J ^ ^ ^ 
terminals having access to gammg mformauon re.au e ^ ^ 

_ — —g = °; redh enabling an ofMra 

h. mode, the .ntranet term.na.s havmg acce* ^ ^ 

- — — - - - 

outcome; and 

terminals having access to gaming mrormau^ 

site in 

„ «M mc-ding means for viewing me ,ma^ «J* 

„ ve mode, the mtemec terminal having a = - * « - » ' 

wag er » be made therefrom regard** a game ™ 

amount of avaUable credit after a gaming umt changmg dependmg 
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outcome. 

2 . A ^m for ~mr~ ^ • * ~" ' C ° mPriS,n8: 

w . „ve gam,ng she where a ,We casino-cype game-of-chance * *-* * — 
of-chance Including a faming unit with a game outcome; 

(b) means for capturing images of the live gaming she; 

, ™c.m which preserves In digital format gaming 

(c) a gaming site processor system whicn pr 
Wo— about the game outcome of the ganung un* and 

• » m lnal located away from the live gaming site, the remote 

(d) a remote gaming termmal locatea a* 

unh changing depending upon the game outcome. 
3. A system for enabling gaming play from a remote site, the system comprising: 

« a „ve gaming she ,nc,ud,ng a P = of = g — a ^ 
chance played in a gaming casmo, each « P lng materials 

with a game outcome; 
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M « for capturing .mages of the .ive gaming s.te ; 

W a gam,g she Pressor system whfch prese-ves .n «M — — 
lllLaLottHegant, outcome of eacHgant.ngun,, an. 

•»„ looted away from the live gaming site, the remote 

(d> ' rem0le TSHlti pl-ng h— re.at.ve to individual 
gaming termmal having access ^ of 

— * rrrrrr^u. — — « — 

Crp^r^.^P^^^e.egam.ng.re. 

confirm remote player identity. 

. «a,m 3 wherein the remote gaming term.ua. has access to ava,.ab.e 
5 » * made therefrom regard,, a game outcome of 

the gaming unit, 

, 3 wherein the amount of ava.Ub.e credft after a gaming unft 
6 The system of Claim 3, wnerem 
' canges depending upon the game outcome. 

, Cairn 3 where,„ the remote gaming terminal .nCudes a p.ura..ty of 

7. The system of Claim 3, wnerein 

different player screens. 

f Q . m 3 wherein historical data relative to the gaming information is 

8. The system of Claim 3, wnerein 

accessible from the remote gaming terminal. 
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• , Ainv a olurality of casino-type slot machines, the slot 
W a iive gaming she .nciudmg ^ Ilve 

machines having gaming members that change re! 
gaming unh having a game outcome; 

(W means for capturing images of the live gaming site; 

„ a gaming sire processor system which Preserves In digital format gaming 
^laLt^ game outcomeof each gaming un, and 

gaming terminal having access to the gamins < ^ ^ of 

^Ito hepLearegaroing the game outcome in nvemoae. 

confirm remote player identity, 
game outcome. 

* «f mailable credit after a gaming unit 
, 2 The system of Claim 9, wherein the amount of avaOable 

changes depending upon the game outcome. 

r Claim 9 wherein the remote gaming rermina. includes a plurality of 
1 3. The system of Claim ?, wnere.u 
different player screens. 
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of Claim 9 wherein historical data relative to the gaming Informadon is 
1 4. The system of Claim v, WIIC,C 

accessible from the remote gaming terminal. 

„ a method tor parddpadng in a live casino- W e game-of-chance from a remote 
gaming terminal, the method comprising: 

,., " , "*' ^ * , 

site from the remote gaming terminal; 

. tho available account balance through the 

not exceed the available account balance; 
„ proceeding wKh play of the M casino-tvpe game^f-chance at the ,e gam,ng 
site; 

f thP alav of the live casino-type game-of-chance at the live 
(e) transmitting images of the play ottne uve 

gaming site to the remote gaming terminal; and 

, nf available credit through the gaming processor after 

outcome. 

16 „. method of Calm ,5. fur*er comprising se.ect.ng a casino-tvpe game-of- 
'chance after player ldentif.ca.lon has been confirmed. 
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. . Qf Qalm 15 further comprising requesting information relating to 
a ZZT ^2 of the five casino-type g^chance - - -~ 
^ ing terminal after player identification has been confirmed. 

, 8 a method for parting ,n a five cas.no-.pe game-of-chance from a remote 
gaming terminal, the method comprising: 

• - nn thP came outcome at the live gaming 
(a) seiecting a wager amount for wagenng on the game 

site from the remote gaming terminal; 

ari ne the wager amount to the availabie account baiance through the 
0» companng the wager amount does not 

gaming processor, the wager amount bemg appro 
exceed the available account balance; 

nf-rhance at the live gaming 
W prceeti.ng^P.VOf me ^aMo^m^ m 
she, images of the play of the live casmo-type game of 
Mng transmitted to the remote gaming terminal; and 

. „f Pliable credit through the gaming processor after 
(d) adiusting the amount of available cred ^ ^ 

completion of the gaming unit depending upon the wager 

outcome. 

1 9. A gaming system comprising: 

• *. involving a live casino-type game-of-chance is played, the 
(a) a live gaming site involving a live ftlltrome images of the live 

game-of-chance including a gaming unit with a game outcome, ,mag 
gaming site being captured for off-site viewing; 
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(b) . .ming Pressor — whlc* *~ ~ — ~ *" ~ 
outcome of the gaming unit in digits format; and 

— Including means . ,„„„ through 

mode, the remote gam-ng temunal havmg ac ^nal 

» — -^rr- — — : . — - - - 

player identity. 

• where a live casino-type game-of-chance is played, the site 
20. A live gaming site where a irve 

comprising: 
(a) a card tray which houses playing cards; 

w , dea,er postton deposed at the gaming tab,e, Individual P.ay>ng — 
LI d^uted fromthe card travtod.edea.erpos.on, and 

card s being Initially distributed from rite card tray to the 

. „f rt, e casino-type game-of-chance, playing cards are 
whereby during the play of the caanotyp ga Wons ro ^ at 
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21 The ..ve gamin* s*e of C.a.m 20, wherein «he predetermined ru.es of play are in 
colrmitv with probabilities to improve the livelihood of winning the game-of- 



chance. 



22 A casino-type game-of-chance involving piaying cards, the game-of-chance having a 
^Cn^nd a gauting outcome, me game^f-chance comprising a dealer posmon 
Zl Piuramy of player posidons, me piaying cards being distributed to at ieast one 
of me player positions and the dea.er position, wagers being accepted concernmg 
L lZm of certain combinations of piaying cards being deait dunng the 
gaming unit of the game-of-chance. 

23 A gaming system invoiving a gaming processor for use in a casino complex, the 
^g prlclr inciuding account balance dau that is accessible for use wfthm the 
casino complex, the gaming system comprising: 

,a) on-site biaddacK play wherein each piayer position indudes entry means for^a 
Ltric characteristic, the on-ste blacKiac* play rearing confirmauon of * 
Letric characteristic prior to enabiing access to account balance data for each 
gaming unit of blackjack; and 

(b) on-site slot machine play, a s.ot madtine rearing confirmation of a biometrlc 
characteristic prior to enabUng access to account balance data for each gammg un,t 
of slot machine play. 

<~, „ w=ri,iadr-tvne card game involving a plurality of 
24 A casino gaming system for a blaclgacK type cam b« 

playing positions and a dealer position, the system comprising: 

(a, playing options for a p.aying position being predetermined by house rules based, 
upon *e Le of the p.ay.ng cards distributed to the playing position and the value 
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of the Playing cards distributed to the dealer position; and 

W dea,er pUying opdons being determined by house ru.es determined by the vaiue 
of the playing cards distributed to the dealer position; 

where by values of the cards disputed to the plurality of playing positions »d the 
laying poshion are capmred for further Pressing in a gaming processor. 

2S . A ^ for enabnng play Native to a casino from a site remote from the 
gambling casino, the system comprising: 

,a) a gaming site including a plurality of playing rabies, each table having a deaHng 

posidon and a plurality of player positions; 

v.™.™ Hired access to Information from the gaming 
ik\ » mmine site processor having direct access u> 

historical information relative to the outcome and values of the 
the players during each gaming unit; 

(c) a credit medium inc.ud.ng a playing value that can be accessed by the 
processor relative to the off-she play; and 

a card reader whereby playing value can be accessed relauve to 

.hereby the playing terminal enaMes additional wagers to be placed regarding Individual 
playing positions at the on-site game. 
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26 . A ^ for enabling play relative to a cas.no from a she remote from the 
gambling casino, the system comprising: 

W a gaming sfte induding a piuraiity of playing tables, each tabie deluding a 
Sni * pUver posmons, each tabie inching gaming materiaU specmc vaiue of 
the gaming materials being variable in each gaming umt; 

(b) a gaming sue pressor having direct access to information from the gaming 
2 r IT » the specihc values of gaming material, relative to each gammg un« 

ZZ^ «—* » * outcome and va,ues 0 

materials relative to each player position during each gaming umt; 

(c) a credit medium Including a playing vaiue that can be accessed by the 
processor relative to the off-site play; and 

(d) a pbyer terminal located remote from the gaming site, the player terminal 
„ 1L to information in the gaming processor reiarive to iustonca. 

whereby the piaying terminal enables additional wage, to be placed regarding IndMdua, 
playing positions at the on-site game. 
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